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To Alessandra.
What I achieve is what we achieve.
Together, always.

A B S T R A C T
A composite is a material made out of two or more constituents
(phases) combined together in order to achieve desirable mechanical
or thermal properties. Such innovative materials have been widely
used in a large variety of engineering fields in the past decades. The
design of a composite structure requires the resolution of a multi-
scale problem that involves a macroscale (i.e. the structural scale)
and a microscale. The latter plays a crucial role in the determination
of the material behavior at the macroscale, especially when dealing
with constituents characterized by nonlinearities. For this reason, nu-
merical tools are required in order to design composite structures by
taking into account of their microstructure. These tools need to pro-
vide an accurate yet efficient solution in terms of time and memory
requirements, due to the large number of internal variables of the
problem. This issue is addressed by different methods that overcome
this problem by reducing the number of internal variables. Within
this framework, this thesis focuses on the development of a new
homogenization technique named Mixed TFA (MxTFA) in order to
solve the homogenization problem for nonlinear composites. This
technique is based on a mixed-stress variational approach involv-
ing self-equilibrated stresses and plastic multiplier as independent
variables on the Reference Volume Element (RVE). The MxTFA is de-
veloped for the case of elastoplasticity and viscoplasticity, and it is
implemented into a multiscale analysis for nonlinear composites. Nu-
merical results show the efficiency of the presented techniques, both
at microscale and at macroscale level.

P U B L I C AT I O N S
Some ideas and figures have appeared previously in the following
publications:
(i) Covezzi, F. and de Miranda, S. and Marfia, S. and Sacco, E.,
"Complementary formulation of the TFA for the elasto-plastic
analysis of composites". Composite Structures 156 (2016), pp. 93-
100, DOI: http://dx.doi.org/10.1016/j.compstruct.2016.01.094.
(ii) Covezzi, F. and de Miranda, S. and Marfia, S. and Sacco, E.,
"A homogenization technique for elasto-plastic composites". EC-
COMAS Congress 2016 - Proceedings of the 7th European Congress
on Computational Methods in Applied Sciences and Engineering 2
(2016), pp. 2316-2322, DOI: 10.7712/100016.1961.11479.
(iii) Covezzi, F. and de Miranda, S. and Marfia, S. and Sacco, E., "Ho-
mogenization of elastic-viscoplastic composites by the Mixed
TFA". Comp. Meth. in Appl. Mech. and Eng. 318 (2017), pp. 701-
723, DOI: http://dx.doi.org/10.1016/j.cma.2017.02.009.
(iv) Covezzi, F. and de Miranda, S. and Fritzen, F. and Marfia, S.
and Sacco, E., "Comparison of reduced order homogenization
techniques: pRBMOR, NUTFA and MxTFA". Meccanica In press
(2018).
(v) Covezzi, F. and de Miranda, S. and Marfia, S. and Sacco, E.,
"Multiscale analysis of nonlinear composites via a mixed re-
duced order formulation". Composite Structures Submitted (2018).

A C K N O W L E D G E M E N T S
Firstly, I would like to express my gratitude to my advisor Prof. Ste-
fano de Miranda for the continuous support, for his patience and
trust in me. My sincere thanks also goes to my co-advisors Prof. Elio
Sacco and Prof. Sonia Marfia: their expertise and advices were very
valuable to my research.
I also thank Dr. Felix Fritzen, who provided me the opportunity to
join his research group as visiting PhD student, for the stimulating
discussions.
A sincere thanks goes to my LAMC mates for all the fun and the sup-
port we have had in the last four years.
Last but not the least, I would like to thank my family and Federico
for supporting me throughout these years.

C O N T E N T S
1 introduction 1
2 multiscale problems : general considerations 5
2.1 Multiscale problem . . . . . . . . . . . . . . . . . . . . . 5
2.2 Micromechanical problem . . . . . . . . . . . . . . . . . 7
2.3 Homogenization problem . . . . . . . . . . . . . . . . . 8
2.4 Transformation Field Analysis . . . . . . . . . . . . . . 14
2.4.1 Local and overall fields . . . . . . . . . . . . . . 15
2.4.2 Pre-analyses . . . . . . . . . . . . . . . . . . . . . 16
2.4.3 Evolution problem . . . . . . . . . . . . . . . . . 16
3 mixed transformation field analysis (mxtfa) 17
3.1 Main idea . . . . . . . . . . . . . . . . . . . . . . . . . . 17
3.1.1 Numerical procedure . . . . . . . . . . . . . . . 21
3.2 MxTFA in Elasto-plasticity . . . . . . . . . . . . . . . . . 23
3.2.1 Homogenization in elasto-plasticity . . . . . . . 23
3.2.2 Computational homogenization technique . . . 25
3.2.3 Numerical Results . . . . . . . . . . . . . . . . . 27
3.3 MxTFA in Viscoplasticity . . . . . . . . . . . . . . . . . . 37
3.3.1 Elastic-viscoplastic constitutive model . . . . . . 37
3.3.2 Computational homogenization technique . . . 39
3.3.3 Numerical procedure . . . . . . . . . . . . . . . 40
3.3.4 Numerical results . . . . . . . . . . . . . . . . . . 40
4 comparison between ntfa-based model order re-
duction techniques 55
4.1 Comparison criteria . . . . . . . . . . . . . . . . . . . . . 55
4.2 The pRBMOR . . . . . . . . . . . . . . . . . . . . . . . . 56
4.2.1 Mode selection . . . . . . . . . . . . . . . . . . . 56
4.2.2 Pre-analyses . . . . . . . . . . . . . . . . . . . . . 57
4.2.3 Evolution of reduced degrees of freedom . . . . 57
4.2.4 Effective stress computation . . . . . . . . . . . . 59
4.3 The NUTFA . . . . . . . . . . . . . . . . . . . . . . . . . 59
4.3.1 Mode selection . . . . . . . . . . . . . . . . . . . 59
4.3.2 Pre-analyses . . . . . . . . . . . . . . . . . . . . . 60
4.3.3 Evolution of reduced degrees of freedom . . . . 60
4.3.4 Effective stress computation . . . . . . . . . . . . 61
4.4 The MxTFA . . . . . . . . . . . . . . . . . . . . . . . . . 62
4.4.1 Mode selection . . . . . . . . . . . . . . . . . . . 62
4.4.2 Effective stress computation . . . . . . . . . . . . 63
4.5 Comparison: inelastic modes of pRBMOR, NUTFA and
MxTFA . . . . . . . . . . . . . . . . . . . . . . . . . . . . 63
4.6 Numerical Applications . . . . . . . . . . . . . . . . . . 65
4.6.1 Ceramic inclusion in viscoplastic matrix . . . . 67
5 multiscale analysis via mxtfa 77
xii contents
5.1 Microscale: MxTFA . . . . . . . . . . . . . . . . . . . . . 77
5.1.1 Algorithmic tangent stiffness . . . . . . . . . . . 77
5.2 Multiscale procedure . . . . . . . . . . . . . . . . . . . . 78
5.3 Numerical Results . . . . . . . . . . . . . . . . . . . . . 79
5.3.1 UC analysis . . . . . . . . . . . . . . . . . . . . . 80
5.3.2 Multiscale analysis . . . . . . . . . . . . . . . . . 84
6 summary and conclusions 95
bibliography 99
L I S T O F F I G U R E S
Figure 1 Multiscale problem. . . . . . . . . . . . . . . . . 6
Figure 2 Homogenization methods: classification. . . . 9
Figure 3 Comparison of effective Young’s modulus for
different methods as function of the volume
fraction c - (a) E1 = 420GPa, (b) E1 = 1050GPa,
(c) E1 = 2100GPa . . . . . . . . . . . . . . . . . 12
Figure 4 Prediction of the effective Young’s modulus for
different concentrations c and different stiff-
ness ratios EI/EM. . . . . . . . . . . . . . . . . . 13
Figure 5 Schematic diagram of the FE2 model. . . . . . 14
Figure 6 TFA - Pre-analyses (Offline phase). . . . . . . . 16
Figure 7 MxTFA: RVE partitioning into subsets. . . . . . 18
Figure 8 MxTFA: Graphical representation of the proce-
dure. . . . . . . . . . . . . . . . . . . . . . . . . 23
Figure 9 Test 1 - (a) Geometry of the UC, (b) UC FE dis-
cretization. . . . . . . . . . . . . . . . . . . . . . 29
Figure 10 Test 1 - Subset subdivision: (a) 4 subsets, (b) 6
subsets, (c) 8 subsets. . . . . . . . . . . . . . . . 29
Figure 11 Test 1 - Mechanical response of the UC sub-
jected to uniaxial loading. . . . . . . . . . . . . 30
Figure 12 Test 1 - Mechanical response of the UC
subjected to biaxial loading: (a) mechanical re-
sponse in x1-direction, (b) mechanical response
in x2-direction. . . . . . . . . . . . . . 32
Figure 13 Test 2 - Geometry of the UC (a) and subset dis-
cretization (b) . . . . . . . . . . . . . . . . . . . 33
Figure 14 Test 2 - Mechanical response of the UC sub-
jected to uniaxial loading. . . . . . . . . . . . . 33
Figure 15 Test 2 - Mechanical response of the UC sub-
jected to biaxial loading. . . . . . . . . . . . . . 34
Figure 16 Test 2 - Subsets configurations. . . . . . . . . . 35
Figure 17 Test 2 - σ¯22 for the homogenization analyses. . 36
Figure 18 Test 2 - Error convergence. . . . . . . . . . . . . 36
Figure 19 Test 1 - Mechanical response of the UC sub-
jected to uniaxial loading: (a)  = 1 Peric´ , (b)
 = 0.1 Peric´, (c)  = 0.1 Perzyna. . . . . . . . . 43
Figure 20 Test 1- Comparison between strain maps com-
ing from FEA and MxTFA. . . . . . . . . . . . . . 45
Figure 21 Test 1- Average stress evaluation using differ-
ent approaches. . . . . . . . . . . . . . . . . . . 46
Figure 22 Test 2 - Problem geometry. . . . . . . . . . . . . 47
xiv list of figures
Figure 23 Test 2 - (a) Finite element mesh for reference
solution and pre-analyses, (b) Subset discretiza-
tion. . . . . . . . . . . . . . . . . . . . . . . . . . 47
Figure 24 Test 2 - Mechanical response of the UC sub-
jected to uniaxial loading. . . . . . . . . . . . . 48
Figure 25 Test 2 - Mechanical response of the UC and the
two phases subjected to uniaxial loading ( =
0.2). . . . . . . . . . . . . . . . . . . . . . . . . . 49
Figure 26 Test 2 - Contour maps of stress [GPa] for  =
0.2 . . . . . . . . . . . . . . . . . . . . . . . . . . 50
Figure 27 Test 2 - Contour maps of inelastic strain for
 = 0.2. . . . . . . . . . . . . . . . . . . . . . . . 51
Figure 28 Test 2 - Local error maps of the stress [GPa]
and inelastic strain,  = 0.2. . . . . . . . . . . . 52
Figure 29 Test 2 - Strain distribution. . . . . . . . . . . . . 52
Figure 30 Test 2 - Mechanical response of the UC sub-
jected to a uniaxial loading history. . . . . . . . 53
Figure 31 Test 2 - Mechanical response of the UC sub-
jected to a bi-axial loading history: (a) mechan-
ical response in x1−direction; (b) mechanical
response in x2−direction. . . . . . . . . . . . . 53
Figure 32 pRBMOR- Pre analyses. . . . . . . . . . . . . . . 57
Figure 33 Inclusion matrix material - (a) RVE, (b) norm
of the first plastic strain mode (c) stress compo-
nents 22 and 33 of the induced self-equilibrated
stress field for the example of Section 4.6. . . . 58
Figure 34 NUTFA- Pre analyses. . . . . . . . . . . . . . . . 61
Figure 35 Unit cell made of elastic inclusion and plas-
tic matrix (one eighth): (a) FE discretization;
(b) NUTFA subset partitioning; (c) MxTFA sub-
set partitioning. . . . . . . . . . . . . . . . . . . 67
Figure 36 Load case 1: Comparison of the results between
the FE and the model order reduction methods
(pRBMOR, NUTFA and MxTFA) in terms of effec-
tive response (left) and corresponding deviator
(right) . . . . . . . . . . . . . . . . . . . . . . . . 70
Figure 37 Load case 2: Comparison of the results between
the FE and the model order reduction methods
(pRBMOR, NUTFA and MxTFA) in terms of effec-
tive response (left) and corresponding devia-
toric components (right) . . . . . . . . . . . . . 72
Figure 38 Load case 3 - Comparison of the results be-
tween the FE and the model order reduction
methods (pRBMOR and MxTFA) in terms of ef-
fective response. . . . . . . . . . . . . . . . . . . 73
list of figures xv
Figure 39 Load case 3 - Local distribution of stress com-
ponent σ11 [MPa] at t = 2s: (a) FEA, (b) MxTFA
and (c) pRBMOR. . . . . . . . . . . . . . . . . . . 73
Figure 40 Load case 3 - Local distribution of stress com-
ponent σ12 [MPa] at t = 2s: (a) FEA, (b) MxTFA
and (c) pRBMOR . . . . . . . . . . . . . . . . . . 74
Figure 41 Load case 3 - Local distribution of inelastic strain
component pi11 at t = 2s: (a) FEA, (b) MxTFA
and (c) pRBMOR . . . . . . . . . . . . . . . . . . 74
Figure 42 Load case 3 - Local distribution of inelastic strain
component pi12 at t = 2s: (a) FEA, (b) MxTFA
and (c) pRBMOR . . . . . . . . . . . . . . . . . . 75
Figure 43 Load case 4: Comparison of the normal com-
ponents between the FE and the model order
reduction methods (pRBMOR and MxTFA) in terms
of effective response (left) and corresponding
deviatoric part (right). . . . . . . . . . . . . . . 76
Figure 44 Load case 4: Comparison of the shear compo-
nents between the FE and the model order re-
duction methods (pRBMOR and MxTFA). . . . . . 76
Figure 45 Multiscale Procedure: Graphical representation
of the Online phase. . . . . . . . . . . . . . . . . 79
Figure 46 Microstructure A - Geometry and subset parti-
tioning. . . . . . . . . . . . . . . . . . . . . . . . 80
Figure 47 Microstructure B - Geometry and subset parti-
tioning. . . . . . . . . . . . . . . . . . . . . . . . 81
Figure 48 Stress prediction - (a) Microstructure A: σ¯11
[GPa], (b) Microstructure A: σ¯22 [GPa], (c) Mi-
crostructure B: σ¯11 [GPa], (d) Microstructure B:
σ¯22 [GPa]. . . . . . . . . . . . . . . . . . . . . . 82
Figure 49 UC analysis - Mechanical response under load-
ing/unloading of Table 23: (a) Microstructure
A, (b) Microstructure B. . . . . . . . . . . . . . 83
Figure 50 Square tube. . . . . . . . . . . . . . . . . . . . . 85
Figure 51 Square tube - (a) Problem geometry, (b) MS
structural discretization. . . . . . . . . . . . . . 85
Figure 52 Square tube - Load/displacement curve. . . . . 86
Figure 53 Square tube - Rate dependency: comparison
between loading at different rates q˙1 = 1.28
and q˙2 = 0.64 [kN/mm s]. . . . . . . . . . . . . 86
Figure 54 Square tube - Equivalent Stress [GPa]: (a) Load
Step A (q = 0.32 kN/mm loading phase), (b)
Load Step B (q = 0.64 kN/mm), (c) Load Step
C (q = 0.32 kN/mm unloading phase). . . . . 87
xvi list of figures
Figure 55 Square tube - Equivalent plastic strain : (a) Load
Step A (q = 0.32 kN/mm loading phase), (b)
Load Step B (q = 0.64 kN/mm), (c) Load Step
C (q = 0.32 kN/mm unloading phase). . . . . 87
Figure 56 Perforated plate - (a) Problem geometry, (b)
Structural discretization. . . . . . . . . . . . . . 90
Figure 57 Perforated plate - force/displacement curve. . 90
Figure 58 Perforated plate - Stress Components of the 4
integration points (intp) for Element 1: (a) σ¯11,
(b) σ¯22, (c) σ¯12. . . . . . . . . . . . . . . . . . . 91
Figure 59 Perforated plate - Stress Components of the 4
integration points (intp) for Element 121: (a)
σ¯11, (b) σ¯22, (c) σ¯12. . . . . . . . . . . . . . . . . 92
Figure 60 Perforated plate - Load Step A (u¯∗ = 0.1 mm):
Macro equivalent stress [MPa] and Micro stresses
σ∗ = σ/QA. . . . . . . . . . . . . . . . . . . . . 93
Figure 61 Perforated plate - Load Step B (u¯∗ = 0.2 mm):
Macro equivalent stress [MPa] and Micro stresses
σ∗ = σ/QB. . . . . . . . . . . . . . . . . . . . . 93
Figure 62 Perforated plate - Load Step A (u¯∗ = 0.1 mm):
Micro - Macro Inelastic Strain. . . . . . . . . . . 94
Figure 63 Perforated plate - Load Step B (u¯∗ = 0.2 mm):
Micro - Macro Inelastic Strain. . . . . . . . . . . 94
L I S T O F TA B L E S
Table 1 Test 1 - Material properties of the constituents. 29
Table 2 Test 1 - Uniaxial loading: final value of the av-
erage stress. . . . . . . . . . . . . . . . . . . . . 30
Table 3 Test 1 - Biaxial loading: final value of the aver-
age stresses in x1- and x2-direction. . . . . . . . 31
Table 4 Material properties of the constituents. . . . . 31
Table 5 Uniaxial loading: final value of the average stress. 34
Table 6 Test 2 - Biaxial loading: final value of the aver-
age stress. . . . . . . . . . . . . . . . . . . . . . . 34
Table 7 Test 2 - Homogenization analyses: final value
of the average stress. . . . . . . . . . . . . . . . 35
Table 8 Test 1 - Material properties of the constituents. 41
Table 9 Test 1 - Final value of the average stress σ¯11
[MPa] for uniaxial loading condition; (a)  = 1
Peric´ model, (b)  = 0.1 Peric´ model, (c)  = 0.1
Perzyna model. . . . . . . . . . . . . . . . . . . 44
Table 10 Test 2 - Material properties for the constituents. 47
Table 11 Test 2 - Final value of the average stress σ¯22
[GPa] for uniaxial loading condition. . . . . . . 48
Table 12 Test 2 - Loading history along x1− axis. . . . . 50
Table 13 Test 2 - Biaxial loading history. . . . . . . . . . 51
Table 14 Schematic comparison of the three methods. . 66
Table 15 Pros and Cons in the offline and online phase. 66
Table 16 Material properties of the constituents. . . . . . 67
Table 17 Load case 1 (LC-1) (data cf. [30], LC-2 for the
3D UC). . . . . . . . . . . . . . . . . . . . . . . . 70
Table 18 Load case 2 (LC-2) (data cf. [30], LC-3 for the
3D UC). . . . . . . . . . . . . . . . . . . . . . . . 71
Table 19 Load case 3 (LC-3). . . . . . . . . . . . . . . . . 72
Table 20 Load case 4 (LC-4). . . . . . . . . . . . . . . . . 75
Table 21 Microstructure A - Material properties for the
constituents. . . . . . . . . . . . . . . . . . . . . 80
Table 22 Microstructure B - Material properties for the
constituents. . . . . . . . . . . . . . . . . . . . . 81
Table 23 Load case for Microstructure A and B. . . . . . 82
Table 24 Properties of the micromechanical finite ele-
ment discretization (Nonlinear Finite Element
structural Analysis (NFEA)). . . . . . . . . . . . 85

A C R O N Y M S
FE Finite Elements
FEA Finite Element Analysis
FEAP Finite Element Analysis Program
GSM Generalized Standard Materials
MxTFA Mixed TFA
NFEA Nonlinear Finite Element structural Analysis
NTFA Nonuniform TFA
NUTFA New Nonuniform TFA
pRBMOR potential Reduced Basis Model Order Reduction
PWUTFA Piecewise Uniform TFA
POD Proper Orthogonal Decomposition
ROM Reduced Order Model
ROMs Reduced Order Models
RVE Reference Volume Element
SVE Statistical Volume Element
TFA Transformation Field Analysis
LH Linear Hardening
LIN linear
QUAD quadratic
LC Load Case
UC Unit Cell

1
I N T R O D U C T I O N
In the last decades, the use of composite materials has widely in-
creased in many engineering applications. A composite is a material
made out of two or more constituents (phases) combined together in
order to achieve desirable mechanical or thermal properties. These
materials are valued in many industrial fields, where properties such
as the weight to strength ratio are often the driving force. The me-
chanical analysis of composite structures during the design process
requires the resolution of a multiscale problem: while at the design
scale (or macroscale) the material is considered as homogeneous, at
the microscale it is characterized by a heterogeneous microstructure
that significantly affects the behavior of the material at the macroscale.
For this reason, a deep understanding of the micromechanical prob-
lem can help to improve the efficiency of these materials. The predic-
tion of the structural response of a linear (thermo-) elastic heteroge-
neous material is well understood, but this is often not sufficient. In
fact, the behavior of the constituents can be highly nonlinear: they
can be characterized by nonlinear effects such as damage, fracture,
plasticity and viscosity. In particular, composites with metal [2] or
polymer [32] matrices show significant viscoplastic effects that can-
not be neglected.
These phenomena need to be properly modeled in order to accu-
rately describe the response of the material at the microscale, since
it will also affect the nonlinearities occurring at the macroscale. This
leads to the need of reliable design tools that are able to predict the
overall behavior of the material at the macroscale by accounting also
for its microstructure. When employing a nonlinear FEA in the anal-
ysis of composite structures, a discretization at least as fine as the
size of the heterogeneities is required. This path cannot be pursued
because of memory space and CPU time requirements. One can then
follow two approaches:
• Phenomenological approach: is used to obtain a constitutive
law for the material from experimental observation. The main
advantage is that these models can be easily integrated into tra-
ditional finite element computations and are numerically inex-
pensive. On the other side, these models are unable to account
into detail for some phenomena such as microscopic interac-
tions.
• Multiscale approach: both the microscale and the macroscale
problems are solved. The main advantage of these methods is
that the constitutive problem is solved at the microscale and
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therefore the macroscopic constitutive equations are no longer
necessary.
In the framework of multiscale approaches, when the problem is
solved using nonlinear finite elements both at the material and at the
structural level, i.e. a FE2 multiscale scheme (e. g.[22, 31]) is adopted,
the large number of history variables can induce high computational
burden resulting in excessive computing time and memory require-
ments. In order to obtain an efficient numerical tool, while reducing
the number of history variables, analytical or approximated nonlinear
homogenization techniques can be adopted to derive the nonlinear
overall response of the composite materials. The latter belong to theReduced Order
Models (ROMs) class of Reduced Order Models (ROMs). ROMs have received a lot of
attention in the literature lately. Both the mathematical and the engi-
neering community have been active in developing new algorithms
that all seek two main objectives:
• the reduction of the computing time
• savings in storage and processing memory.
A rather recent review article is e.g. due to [5] and an introductory
textbook was published by [57]. Basically in all ROMs approaches a
natural choice is made for the quantity that is reduced: the primary
unknown is approximated. For example, in dynamic problems, trun-
cated eigenmodes of the displacement field of structures were used
since the 1960s [e.g., 14, 33]. In transient thermal problems spectral
decomposition can be used in order to provide modes for the tem-
perature. Among these techniques, an interesting and effective ap-
proach is the TFA, initially introduced by Dvorak [17]. This approach
explicitly avoids a parameterization of the microscopic displacement
field which is the primary unknown of the micromechanical problem,
but it starts from a parameterization of an internal state variable. Ac-
cording to Dvorak, the TFA represents an elegant way for reducing
the number of internal variables by considering the microscopic field
of internal variables to be suitably approximated. Nonlinearities that
may arise inside the material are described by means of the inelas-
tic strain. The interest for the TFA approach has increased in the last
decades due to the simplicity and efficiency of this technique in re-
producing the nonlinear overall response of heterogeneous materials.
Various TFA-based schemes were proposed, differing mainly in the
assumption on the inelastic strain distribution and in the evolution of
the internal variables.
TFA schemes based on the assumptions of uniform inelastic strains
and periodicity conditions have been successfully used to study dif-
ferent nonlinear micromechanical problems, e.g. to investigate the re-
sponse of the Shape Memory Alloy composite [45]. Dvorak and Bahei-
El-Din [18] proposed a Piecewise Uniform TFA (PWUTFA) approach
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considering the subdivision of each material phase into subsets, thus
assuming a piecewise uniform inelastic strain distribution. The ap-
proach was adopted for evaluating the response of inelastic compos-
ites, with elastic-plastic, viscoplastic, or viscoelastic phases. This en-
hancement enabled to improve the description of the inelastic strain
field but induced an increment of the complexity of the technique
with respect to the original approach. Chaboche et al. [10] proposed a
PWUTFA technique to study the effects of viscoplasticity and to de-
rive the nonlinear behavior of damaging composites. The PWUTFA
approach was also adopted to study masonry materials [60] and ex-
tended also to Cosserat continuum [1]. Suquet [65] demonstrated that
the TFA and PWUTFA techniques could lead to too stiff predictions.
Michel and Suquet [47, 48] proposed a Nonuniform TFA (NTFA) for-
mulation, in order to improve the representation of the inelastic strain
field. They considered the inelastic strain field as the superposition
of functions, called inelastic modes, that are determined numerically
by analyzing the response of the composite subjected to monotone
loading paths. An alternative approach in order to compute the over-
all properties of nonlinear inelastic composites, based on the mini-
mization of an incremental energy function considering an implicit
time-discretization scheme, was proposed by Lahellec and Suquet
[42]; they proved that this approach is equivalent to the TFA with
a nonuniform eigenstrain field [48]. Many researchers adopted the
NTFA approach proposed in [47] to study the response of nonlinear
composites. In particular, Franciosi and Berbenni [24, 25] extended
the original formulation to the modeling of heterogeneous crystal and
poly-crystal plasticity, Roussette et al. [59] to the study of composites
with elastic-viscoplastic and porous elastic-viscoplastic constituents,
Fritzen and Böhlke [26, 27] to the three-dimensional analysis of micro-
heterogeneous materials and Jiang et al.[40] to the analyses of porous
materials. Marfia and Sacco [46] presented a nonuniform TFA proce-
dure for the multiscale analysis of periodic masonry, considering a
piecewise bilinear distribution of the inelastic strain. This procedure
was formulated in a more general context by Sepe et al. [61] who pro-
posed a New Nonuniform TFA (NUTFA) approach for studying com-
posites with plastic and shape memory alloy constituents. This ap-
proach differs from the one proposed by Michel and Suquet [47] for
two fundamental aspects: the approximation of the inelastic strains
and the evaluation of the evolution of the internal variables. Fritzen
and Leuschner [29] and Fritzen et al. [28] proposed a nonuniform
TFA, based on the one presented in [47], considering a different way
to compute the evolution of the internal variables within a mixed
incremental variational approach in the framework of Generalised
Standard Materials. Fritzen et al. [30] presented a comparison of the
NTFA-based techniques proposed in [28, 29, 61].
4 introduction
Although many efforts have been done in order to improve the TFA
approach, two key aspects of TFA are still object of research:
• the approximation of the inelastic field
• evolution of the reduced coefficients.
Both aspects are directly related to the number of internal variables.
Within the framework of reduced order homogenization methods
based on the TFA approach, this work is devoted to the develop-
ment of a new ROM for the analysis of nonlinear composites in order
to improve those two aspects. This new technique is named MixedMixed
Transformation Field
Analysis (MxTFA)
TFA (MxTFA). An alternative and innovative way for representing the
inelastic strain field is achieved representing the stress field and the
plastic multiplier in the RVE. In particular, motivated by very good
results obtained in stress recovery techniques based on the weak
enforcement of the compatibility condition [4, 9, 16, 67], here the
problem is formulated following a complementary approach. The re-
sponse of the composite material is studied dividing its Reference
Volume Element (RVE) into subdomains (subsets). The main idea (and
the innovation of this technique) is to approximate the inelastic strain
on the basis of a representation of the stress field and of the plastic
multiplier on each subdomain, by means of the equations ruling the
constitutive laws. This choice is motivated by the fact that the stress
field becomes the reduced variable so that its accuracy can be di-
rectly prescribed by assigning a proper approximation. Moreover the
number of variables is reduced, as the inelastic strain is derived by
the stress parameters. An innovative procedure to solve the evolution
equations is introduced, where the evolution laws are formulated by
means of a mixed-stress approach leading to new variational equa-
tions.
The choice of a mixed-stress approach for the evolution law is mo-
tivated by the fact that it can reduce the classical stiffening effect of
the homogenized material, occurring when TFA-based techniques are
adopted.
This thesis is organized as follows. The basic theory of the under-
lying problems is briefly revised in Chapter 2. Chapter 3 is devoted
to the MxTFA: the governing equations as well as the numerical pro-
cedure are discussed in Section 3.1. The analysis of nonlinear com-
posites in the framework of elasto-plasticity is discussed in 3.2, while
the case of viscoplastic materials is discussed in 3.3, together with
numerical results assessing the accuracy of the presented techniques.
In Chapter 4 a comparative study is presented, where the MxTFA is
compared with other two reduced order models, assessing similari-
ties and differences in the three formulations. The results of the three
techniques are also compared on the 3D analysis of a viscoplastic
composite. Chapter 5 is devoted to the multiscale analysis employing
the MxTFA.
2
M U LT I S C A L E P R O B L E M S : G E N E R A L
C O N S I D E R AT I O N S
This Chapter addresses the concept of multiscale problem, together with a
review of some homogenization methods that can be found in the literature.
The focus is on Reduced Order Models (ROMs), belonging to the class of
semi-hybrid methods. These methods aim at the resolution of a reduced mi-
cromechanical problem. Among them, Transformation Field Analysis (TFA)
techniques are considered, where the reduced variable is the inelastic strain.
2.1 multiscale problem
In the discussion of the overall mechanical properties of a heteroge-
neous medium, two or more scales cohexist. Here two scales are as-
sumed, termed macroscopic and microscopic scale respectively. The
macroscale is the structural scale, at which the material can be con-
sidered as homogeneous and its behavior is descrbed by effective
(or overall) properties. The microscale is the scale at which the ma-
terial exhibits its microstructure characterized by different phases,
each of them with a different constitutive behavior. In addition, the
microscale and the macroscale are characterized by different length
scales: the macroscale dimension λmacro is the structural dimension,
while the microscale dimension λmicro is the typical scale of the het-
erogeneities. It is assumed that λmacro >> λmicro and that also the
mechanical fields at the two scales admit different fluctuation lengths
accordingly. Under these conditions, the scale separation hypothesis
holds. Under the hypothesis of scale separation, it is possible to de- Reference Volume
Element (RVE)rive the effective properties of a composite medium if a Reference
Volume Element (RVE) can be defined for the composite. The RVE,
represents a Statistically Homogeneous Medium, i.e. it behaves as a
homogeneous material at the macroscale [37, 39]. Once the RVE is de-
fined, the macroscopic mechanical quantities that are assumed to be
additive functions can be obtained by averaging the corresponding
microscopic ones over the RVE occupying a volume Ω and character-
ized by different phases.
For each RVE, the generic macroscopic quantity •¯ is obtained from
the microscopic one • as:
•¯ = 〈•〉 = 1
Ω
∫
Ω
(•) dΩ . (1)
being cm = Ω
m
Ω the volume fraction of the single phase m. It should
be emphasized that Eq. (1) holds in absence of voids or cracks. In
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periodic media, the Unit Cell (UC) plays the role of the RVE. In case of
random microstructures, the Statistical Volume Element (SVE) is ana-
lyzed instead of the RVE. Mathematical tools for the characterization
of random microstructures are presented in [52].
Given a composite body Ω¯, a RVE is associated to each material pointTwo-scale problem
at the macroscopic scale x¯, as shown in Fig. 1.
Figure 1: Multiscale problem.
The resolution of the structural problem for Ω¯ adopting a multi-
scale technique is detailed in the following, in a framework of small
strains. The mechanical response of the at the macroscale is described
by the (effective) fields that are overlined. In order to take into ac-
count for the heterogeneous microstructure of Ω¯ in the evaluation of
its effective mechanical properties, a RVE Ω is identified. At the mi-
croscale the material is heterogeneous and its mechanical response
is described by the fields that are not overlined. A continuum me-
chanical description is used on both scales, i. e.at both scales the
stresses (σ¯ and σ) and the strains (ε¯ and ε) need to be asserted. At
the macroscale, the BVP that need to be solved involves compatibility
and equilibrium equations only:
ε¯ = Du¯ (2)
DT σ¯ = −f , (3)
where D and DT are the compatibility and equilibrium operators re-
spectively, ε¯ and σ¯ the macro strain and stresses, u¯ is the macro-
scopic displacement vector and f is the vector of body forces. In order
to solve the problem (2)-(3), boundary conditions are required. As
known in solid mechanics, they can be:
• Dirichlet boundary conditions: prescribed value of the displace-
ments (or strains),
• Neumann boundary conditions: prescribed value of tractions,
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• Mixed boundary conditions: a combination of the above.
No relation between the effective stress σ¯ and effective strain ε¯ is
derived at this scale. In fact, the constitutive problem is solved at the
microscale only, and the effective constitutive relation is obtained via
homogenization.
2.2 micromechanical problem
Once the RVE Ω is determined for every macroscopic point x¯ of the
structural body Ω¯, the following BVP has to be solved (neglecting
body forces):
ε = Du (4)
DTσ = 0 (5)
σ = F(ε) (6)
〈σ〉 = σ¯ (7)
〈ε〉 = ε¯ . (8)
In the above equations, σ and ε are the microscopic stress and strain
tensors respectively, while u is the displacement vector. The latter is
represented as the sum of two contributions:
u(x) = ε¯ x+ u˜(x) , (9)
where the first term is the contribution due to the applied average
strain field ε¯ coming from the macroscale and u˜ is the perturbed
displacement field. From Eqs. (9) and (4) it results that the local strain
is split into an average and a fluctuating term accordingly:
ε(x) = ε¯+ ε˜(x) , (10)
being ε˜ the perturbation strain characterized by zero mean, due to
the fact that the microscopic fields oscillations are not perceived at
the macroscopic scale (scale separation hypothesis):
〈ε˜〉 = 0 . (11)
These decompositions were initially proposed by [64] and then de-
veloped by Swan [66] for the homogenization of inelastic periodic
composites. It should be emphasized the use of the superposition
principle in (9) and (10) limits the analysis to small-strain problems.
The above problem is ill-posed due to the absence of suitable bound- Boundary conditions
ary conditions on the RVE boundary ∂Ω. Proper boundary conditions
have to be imposed, in order to properly represent the in-situ state of
the RVE inside the material (i.e. in order to reproduce statistical ho-
mogeneous fields), taking into account for the interactions produced
inside the composite internal structure. In particular, the boundary
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conditions should provide stress σ and strain ε fields whose aver-
ages are the macrostresses σ¯ and macrostrains ε¯, respectively. In case
of Dirichlet boundary conditions, they are uniform strains (linear dis-
placements), while uniform tractions are imposed in case of Neu-
mann conditions [34, 38]. In case of a given macroscopic strain ε¯,
linear displacements (i.e. uniform strains ε¯) can be prescribed at the
boundaries ∂Ω:
u(x) = ε¯ x , ∀x ∈ ∂Ω . (12)
This boundary condition ensures 〈ε〉 = ε¯. Alternatively, uniform trac-
tions can be applied to the boundary:
t(x) = σ¯ ·n(x) , ∀x ∈ ∂Ω , (13)
ensuring the fulfillment of 〈σ〉 = σ¯.
Once the above conditions are specified, the localization problem
is well posed and the equality of virtual works (or Hill-Mandel con-
dition [37]) holds:
〈σ : ε〉 = 〈σ〉 : 〈ε〉 = σ¯ : ε¯ . (14)
This equality is independent on the constitutive law and states that
the average of the microscopic work equals the macroscopic work.
2.3 homogenization problem
Homogenization aims at the determination of the constitutive rela-
tion between the effective properties, i. e.the effective constitutive law
for the heterogeneous material. Assuming a linear elastic material be-
havior for sake of simplicity, the effective constitutive behavior reads
as:
σ¯(x¯) = C¯(x¯) ε¯(x¯) (15)
ε¯(x¯) = S¯(x¯) σ¯(x¯) , (16)
where C¯ and S¯ are the effective elastic stiffness and compliance ten-
sors respectively. In a framework of isothermal, elastic deformation,Localization tensors
the local problem (4)-(8) is a linear problem, that allows the definition
of the localization tensors:
σ(x) = B(x) σ¯
ε(x) = L(x) ε¯ . (17)
It can be easily shown that the effective moduli can be determined
from the strain or stress localization tensors:
C¯ = 〈CL〉 , (18)
S¯ = 〈SB〉 . (19)
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In the literature, different homogenization methods were devel-
oped for the evaluation of the effective constitutive behavior. They
can mainly be subdivided into (semi)-analytical methods, computa-
tional methods and hybrid methods, as reported in Fig. 2.
Hybrid
Methods
Analytical
Methods
Computational
Methods
Figure 2: Homogenization methods: classification.
Semi-analitycal methods replace the localization tensors (17) by Semi-analytical
methodsmeans of analytical expressions. Since their evaluation is generally
out of reach for these methods, their phase-average n is generally de-
rived. In addition, the microscopic fields are not derived, that means
that the micromechanical problem (5)-(8) is not solved by these meth-
ods. A sub-class of analytical methods is able to provide some bounds
and estimates for the effective behavior based on some variational
considerations. Among them, assuming a uniform distribution of the
applied strain/stress, Voigt [68] and Reuss [58] determined an esti-
mate for the effective elastic stiffness and compliance tensors respec-
tively, as weighted mean of the phase m stiffness Cm or compliance
Sm respectively:
CV =
M∑
m=1
cmCm , SV = C−1V (20)
and
SR =
M∑
m=1
cmSm , CR = S−1R , (21)
where Ωm is the phase volume, cm = Ω
m
Ω is the phase volume frac-
tion, M is the total number of phases and CV , SV and CR, SR indicate
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the estimate of the elastic stiffness and compliance tensors according
to Voigt and Reuss respectively. The Reuss estimate cannot be applied
if the microstructure is characterized by voids or porosity (due to the
non existence of the compliance tensor in that case), while Voigt esti-
mate holds for all materials. Based on a reformulation of the problem
in an equivalent variational formulation of elasticity, Hill [36] found
that the Voigt and Reuss estimates are bounds for the elastic effective
stiffness and compliance tensors:
CR 6 C¯ 6 CV , SR > S¯ > SV . (22)
Hashin and Shtrikmann [35, 71, 72] extended Hill’s findings [36] to
statistically isotropic microstructures, providing an upper and a lower
bound for the elastic effective tensor for a two-phase material. These
two bounds are characterized by a smaller range with respect to
(22), that are not able to provide useful estimates, especially when
the difference between the elastic properties of the constituents be-
comes large. Walpole [69] generalized the results to certain types of
anisotropic composites and Willis [70] to microstructures exhibiting
ellipsoidal symmetry. The existence of these bounds is due to the fact
that the assumed boundary conditions prescribed on the RVE are not
the actual in-situ boundary conditions. In fact, in case of displace-
ment boundary conditions, although they are admissibile, they will
produce a higher strain energy than the in-situ boundary conditions
(that minimize the strain energy). Same in case of applied tractions,
resulting in higher complementary energy and therefore higher com-
pliance. Eshelby [20] solved the problem of a single inclusion embed-
ded into an infinite matrix domain, assuming no interaction between
the particles. The Mori-Tanaka [49] method approximates the phase
interactions by assuming that each inclusion is immersed, in turn,
in an infinite matrix: in this way, each inclusion behaves like an iso-
lated inclusion in the matrix seeing the average matrix strain as a
far-field strain [6]. An improved approach is introduced by the Self
Consistent method [8, 38], where the problem of phase interactions is
solved by considering the single particle embedded in an infinite ef-
fective medium. Since the effective properties of the infinite medium
are not known, the method requires the iterative solution of a nonlin-
ear equation. The method is able to provide a good prediction on the
behavior of polycrystals, but less accurate results are obtained in case
of two-phase composites, as shown in [55].
Some estimates on the effective Young’s modulus E¯ for differentExamples
semi-analytical methods are collected in Fig.3. In particular, a two-
phase composite characterized by a spherical inclusion embedded
into a matrix is considered. The Young’s modulus of the matrix E0
is set to 210 GPa, while increasing Young’s moduli for the inclu-
sion E1 are considered (420, 1050 and 2100 GPa respectively). The
Poisson’s coefficient ν is set equal to 0.25 for both constituents. It
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can be noted that all methods differ significantly from each other
as the phase contrast increases, and that Voigt and Reuss estimates
represent the maximum upper bound and minimum lower bound
respectively. The two Hashin-Shtrikman estimates provide narrower
bounds, that can be sufficient for moderate matrix-inclusion contrast.
The Mori-Tanaka scheme coincides with the Hashin-Shtrikman lower
bound for volume fraction c < 0.5, while for c > 0.5 it coincides
with the upper bound (this is due to the fact that according to the
Mori-Tanaka method, the matrix material is defined as the phase with
higher volume fraction). The Self Consistent estimate is always within
the Hashin-Shtrikman bounds.
Fig. 4 shows 3D-surface plots of the prediction of different meth-
ods for varying stiffness ratios E¯/E0 and inclusion volume fractions
c: a similar study was presented in [41]. On one side, a linear depen-
dence of the effective Young’s modulus can be observed for the Voigt
estimate, representing the upper bound. On the other side, the lower
bound represented by the Reuss estimate shows an increase in the
prediction only for high values of c and E1/E0. A correspondence
between the the Mori-Tanaka and the the lower Hashin-Shtrikman
bound surfaces can be observed, while the Self Consistent shows a
nearly linear behavior for high values of c and E1/E0.
The semi-analytical methods are able to provide a solution assum-
ing linear behavior of the constituents and for limited microstructural
geometries, but they cannot be employed for arbitrary geometries and
for nonlinear constitutive behaviors. In fact, when dealing with phys-
ical nonlinearities, the global and the local response can be both time
and path dependent and no mathematical model would be able to
derive the homogenized properties directly from the microstructure.
A first idea could be a full discretization of the structure using fi- Computational
methodsnite element analysis. In this case, the required discretization should
be at least as fine as the size of the heterogeneities, but this would
be impossible due to prohibitively high computational costs. On one
side, a possible solution is the development of a phenomenological
model, in order to obtain a macroscopic constitutive relation for the
RVE from experimental observations that yield the relevant mecha-
nisms which are responsible for the global response. The advantage
of this kind of approaches is that they are easy to use: once the global
constitutive relation is known, the structure is modeled via finite el-
ement method. The main drawback of this approach is that certain
assumptions are required and some information, e.g. details for the
microscopic interactions, might be lost. Another way of deriving the
phenomenological model is to perform numerical computations on
a detailed discretization of the RVE. This approach is the so-called
unit cell method and has been used in [7, 11, 50]. On the other side,
integrated methods could be employed. A discretization of the mi-
crostructure is used, and the relationship between microscopic and
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Figure 3: Comparison of effective Young’s modulus for different methods
as function of the volume fraction c - (a) E1 = 420GPa, (b) E1 =
1050GPa, (c) E1 = 2100GPa
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Figure 4: Prediction of the effective Young’s modulus for different concen-
trations c and different stiffness ratios EI/EM.
macroscopic quantities is derived via homogenization rules. Among
these methods, an interesting approach is the nested finite element
method, or FE2 method, introduced by Feyel [21–23]. According to
this method, both the structure at the macroscale and the microstruc-
ture (i. e.the RVE) are discretized using finite element method (see Fig.
5). A RVE is associated to each integration point at the macroscale:
two finite element meshes are needed, one for the RVE and one for
the structure. The numerical analysis is then carried out simultane-
ously at both scales. At the generic macroscopic integration point,
knowing the strain and the strain rate at time t, the local problem (5)-
(8) is solved on the RVE and the homogenized stress field σ¯ and the
algorithmic homogenized tangent stiffness C¯ are derived for that RVE
via (15)-(16), becoming the stress and the stiffness of that integration
point at that time. The advantage of this method is that no macro-
scopic constitutive behavior has to be specified, since the constitutive
relations enter the microscopic problem only and for this reason any
constitutive behavior can be modeled. In addition, since also the RVE
is discretized by finite elements, this method can be applied to any
geometry. The main disadvantage of the FE2 is related to the high
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number of variables. Since the microscopic problem is solved for ev-
ery integration point of the structure, all the history variables at time
tn need to be stored until the equilibrium at the current state t is
reached.
Figure 5: Schematic diagram of the FE2 model.
Hybrid methods
Hybrid methods incorporate computational aspects but also a the-
oretical background. In these type of methods, the analytical expres-
sion for the localization tensors (17) is replaced by their numerically
derived expression. A relationship between the microscopic and macro-
scopic fields is established so that once the constitutive equations are
evaluated locally, their macroscopic counter part can be derived. Re-
duced Order Models (ROMs) belong to this class of homogenization
methods, and among them, the Transformation Field Analysis (TFA).
2.4 transformation field analysis
The transformation field analysis (TFA) was initially introduced by
Dvorak [17], and it is a method aimed at the solution of thermo-
mechanical loading problems in heterogeneous materials. According
to Dvorak, such materials experience stress and strain fields deriv-
ing from mechanical loads, but also eigenstrains, or transformation
strains, and corresponding residual stresses. The transformation fields
may consist of different contributions (e. g.thermal and inelastic ef-
fects). The impact of these transformation fields on the composite can
have large influence on the overall behavior of the material. The TFA
applies to many constitutive material models for composites that ad-
mit an additive decomposition of the small strains into elastic and
inelastic components:
ε(x) = εe(x) +pi(x) , (23)
being εe(x) the elastic strain and pi(x) the inelastic strain, which is
treated as a transformation strain inside the material. Assuming a dis-
tribution of the transformation fields over each phase, the local fields
are determined by solving a system of differential equations depend-
ing on the localization (or concentration ) tensors, that derive from the
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solution of elastic problems for locally applied eigenstrains or eigen-
stresses and can be reconstructed either numerically (e. g.via Finite
Element Analysis (FEA)) or semi-analytically (e. g.via semi-analytical
methods, see 2.3). As mentioned in Chapter 1, different TFA-based
schemes have been developed assuming different distribution for the
transformation fields. In the following, the basic concepts of the TFA
proposed by Dvorak are summarized.
2.4.1 Local and overall fields
It is assumed that a RVE occupying a volume Ω and characterized by
M phases can be identified for the heterogeneous material. Then the
response of the generic point x at any time t in terms of total strains
and stresses can be decomposed as:
ε(x, t) = εε¯(x, t) + εpi(x, t) , (24)
where εε¯ and εpi denote the mechanical strain and the transforma-
tion strain contributions to the total strain. As mentioned before, the
transformation fields may result from different contributions and can
therefore be further decomposed. Here only the inelastic effects are
considered. From now on the time dependency will be omitted. The
contribution to (24) provided by the overall applied strain ε¯ deriving
from the imposed mechanical loads and the inelastic strain are:
εε¯(x) = Lε¯(x)ε¯ , εpi(x) =
∫
Ω
Lpi(x, x ′)pi(x ′)dΩ . (25)
where Lε¯(x) is the mechanical localization operator and Lpi(x, x ′) is
the eigenstrain localization operator that evaluates the effect at x in-
duced by a transformation strain in x ′. Eq. (25) shows that the lo-
calization operators depend only on the local geometry and on the
elastic response of the material. The reduction is performed by re-
placing the inelastic continuous fields by their approximation within
the RVE. In [18] piecewise uniform approximation in the phase is
adopted, by assuming a uniform distribution over phase subsets Ωj,
with j = 1, ...,n. As a consequence, in each subset Ωj (24) is rewritten
as:
εj = Ljε¯ε¯+
n∑
i=1
Lj
pii
pii , (26)
where Ljε¯ and L
j
pi are the localization operators for the subset Ωj. The
overall fields are connected to the local fields according to (1).
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2.4.2 Pre-analyses
The pre-analyses are the offline phase necessary for the assessment
of the localization operators Lε¯(x)j and Lpi(x, x ′)j. Their evaluation
can be performed either analytically or numerically (e.g. via Finite
Element Analysis (FEA)) by applying to the microstructure suitable
boundary conditions. For instance, in case of periodic composites, pe-
riodic boundary conditions are applied to the RVE that is discretized
into finite elements. The coefficients of Ljε¯ are determined solving 6
elasticity problems, where in each solution the RVE is subjected to
overall strain ε¯ that has only one active unit component. In particu-
lar the strain field found at x belonging to Ωj is the column of the
localization tensor Ljε¯(x) corresponding to the selected unit compo-
nent. Similarly for Lj
pii
, a unit inelastic strain is applied on Ωi, and
the local strains are derived in all the points. Each local strain in the
x is the column of the localization tensor Lj
pii
. The unit eigenstrains
can by produced either as distortions or as thermal strains. Figure 6
provides a graphical representation of the evaluation of the numerical
localization tensors.
Figure 6: TFA - Pre-analyses (Offline phase).
2.4.3 Evolution problem
In order to evaluate the inelastic local fields on the RVE, a specific
constitutive law need to be introduced for every phase (and there-
fore for every subset) in order to connect the inelastic strain (or the
residual stress) to the prescribed overall path. Since the localization
operators depend on elastic moduli and local geometry only, if those
remain constant, then the constitutive equations describing the evolu-
tion of the inelastic strain (or residual stress) can be solved in order
to evaluate the stress and strain increments along a prescribed over-
all strain/stress history. Dvorak [17, 19] provides the explicit govern-
ing equations assuming different material models for the composite
phases (e. g.elastic-plastic, viscoelastic and viscoplastic systems).
3
M I X E D T R A N S F O R M AT I O N F I E L D A N A LY S I S
( M X T FA )
In this Chapter the MxTFA technique is introduced. This new TFA method
is based on a mixed-stress variational approach involving self-equilibrated
stresses and the plastic multiplier as independent variables on RVE subsets.
The chapter is organized as follows: in Section 3.1 the main ideas of the
MxTFA are outlined, from the theoretical aspects to the numerical procedure.
Sections 3.2 and 3.3 are dedicated to the homogenization within the frame-
work of elasto-plasticity and viscoplasticity respectively. For each Section
numerical results are presented in order to assess the accuracy of the pro-
posed procedure. In particular, nonlinear periodic composites are analyzed.
3.1 main idea
The local strain energy is:
ψ(ε,pi,α) =
1
2
(ε−pi)TC(ε−pi) + h(α) , (27)
being pi the inelastic strain and α the accumulated plastic strain. The
microscopic state laws are then derived as:
σ =
∂ψ
∂ε
= C(ε−pi) (28)
r =
∂ψ
∂α
=
∂h
∂α
. (29)
In the following, a linear hardening law is considered, but nonlinear
hardening laws could as well be considered:
h(α) =
1
2
Hα2 ⇒ r = Hα , (30)
where H is the hardening parameter. The homogenization problem
(4)-(8) is restated imposing the weak form of the compatibility equa-
tion, taking into account for the strain decomposition (10):∫
Ω δσ
TC−1σdΩ−
−
∫
Ω δσ
T (ε¯+ ε˜−pi) dΩ = 0 ∀ δσ : DTδσ = 0 .
(31)
The above equation is completed introducing a yield condition for the
stress and the evolution equations for the internal variables. A yield
function f is introduced, such that the stress is admissible if f 6 0.
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Figure 7: MxTFA: RVE partitioning into subsets.
An associated flow rule is assumed, relating the inelastic strain rate
to the yield function:
p˙i = λ˙N (σ) with N (σ) =
∂f(σ, r)
∂σ
, (32)
where λ is a non negative plastic multiplier. The evolution laws for the
internal variables, i. e.the inelastic strain pi and the hardening variable
(or accumulated plastic strain) α depend on the assumed constitutive
model (see 3.2 and 3.3). The RVE is divided into n subsets (or subdo-Subset partinioning
mains) Ωj with j = 1, ..,n such that:
Ω =
n⋃
j=1
Ωj . (33)
The partitioning is performed considering the microstructural geom-
etry of the material. For instance, partitions should account for po-
sition, shape and symmetry of inclusions. The subsets can have arbi-
trary and even non-convex shape (as shown in Fig. 7), and this allows,
in principle, to partition any microstructure without restraints. In the
following, the material properties are intended as those of the subset.
The proposed MxTFA exploits the typical approach of mixed stress fi-Approximations
nite elements in which piecewise continuous representations for the
stress components over the domain are allowed and traction conti-
nuity among the subdomains is not required. Thus, in the MxTFA the
stresses are approximated independently over each subset of the RVE.
In particular, the stress field σj at the generic time t in the typical j−th
subset Ωj , is approximated as (no sum on j):
σj(x, t) = Pj(x)σ̂j(t) , (34)
where Pj is a matrix collecting a set of Njp self-equilibrated stress
modes (the number of stress modes Njp can be chosen differently for
each subset Ωj ) and σ̂j the vector of the unknown Njp stress parame-
ters. In other words, the self-equilibrated stress in the subset is repre-
sented as linear combination of chosen self-equilibrated modes, that
need to satisfy the requirement of zero divergence over the subset Ωj.
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A modified plastic multiplier γ, related to the hardening variable
(or accumulated plastic strain) α is introduced, with the the only aim
to simplify the form of the evolution equation for the following de-
velopments (i. e.the hardening variable is recovered from α˙ and not
from γ˙):
γ˙ = γ˙(α˙) . (35)
The modified plastic multiplier is also approximated in each subset
Ωj independently from the representation of the stress field as:
γ˙j(x, t) =
N
j
ρ∑
i=1
ρ
j
i(x)
˙̂γ
j
i(t) = ρ
jT (x) ˙̂γ
j
(t) , (36)
where ρj is a set of Njρ modes chosen to approximate the plastic
multiplier γ˙ in Ωj and ˙̂γ
j
is the vector containing the corresponding
coefficients. In principle, different number of modes Njρ can be used
to represent the inelastic multiplier in each subset, but a simple and
common choice is to consider a piecewise uniform distribution for γ˙j,
i.e. it is set ρj = 1 in all subsets.
In the following, the time dependency will be omitted for sake of
simplicity.
Taking into account the equations (34) and (36), the flow rule equation
(32) in the subset Ωj takes the form:
p˙ij = ρjT ˙̂γ
j
Nˆ
(
σ̂
j
)
with Nˆ
(
σ̂
j
)
= N
(
Pj σ̂j
)
. (37)
Equation (37) reveals that the approximation introduced for the stress
field in the subset Ωj, through the flow rule condition, induces a
representation form for the inelastic strain rate in that subset. A weak
form describing the evolution of the modified plastic multiplier needs
to be introduced in order to close the problem, since it is one of the
two reduced variables, together with the stress field. Sections 3.2 and
3.3 provide the explicit expression of this weak form in a framework
of elasto-plasticity and viscoplasticity respectively.
The total strain at the typical point x of Ωj depends on the average Local strain
strain ε¯ and on the distribution of the inelastic strain pi in the whole
RVE. As a consequence, the perturbation strain field ε˜j can be split in
two contributions:
ε˜
j = ε˜jε + ε˜
j
pi = L
j
ε¯ε¯+
n∑
i=1
Lj
pii
pii , (38)
where ε˜jε and ε˜
j
pi are the perturbation strains due to the average strain
and to the presence of the inelastic field, respectively; Ljε¯ and L
j
pii
are Pre-analyses
localization operators, whose evaluation is performed using the finite
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element method. In particular, the k−th column of the localization
matrices Ljε¯(x) is evaluated computing the strain at x ∈ Ωj, when
the UC is subjected to the k−th component of ε¯ equal to 1 and all
the others equal to zero; analogously, the p−th column of Lj
pii
(x) is
evaluated computing the strain at x ∈ Ωj when the sub-domain Ωi
of the UC is subjected to the p−th mode and all the others equal to
zero. In order to ensure consistency between the representations of
stress, total and inelastic strain, the following approximation εˇj of the
perturbation strain ε˜j is introduced in Ωj:
εˇj = Πj ε̂j , (39)
where Πj = Πj(x) denotes a set of strain modes and ε̂j is a vector of
unknown parameters. εˇj is evaluated as the projection of ε˜j obtained
by enforcing the weak form condition:
0 =
∫
Ωj
(
δεˇj
)T (
εˇj − ε˜j
)
dΩ , (40)
obtaining:
ε̂
j =
(∫
Ωj
ΠjT Πj dΩ
)−1 ∫
Ωj
ΠjT ε˜
j dΩ . (41)
Note that Eq. (40) ensures that the average and the first moment of
εˇj and ε˜j are the same in every subset. This ensures that Eq. (8) is
fulfilled also by εˇj.
Setting T̂j =
∫
Ωj Π
jT Πj dΩ and accounting for (38), Eq. (41) be-
comes:
ε̂
j =
(
T̂j
)−1 ∫
Ωj
ΠjT
(
Ljε¯ε¯+
n∑
i=1
Lj
pii
pii
)
dΩ . (42)
Substituting equations (34), (39), (42) into equation (31) referred to
the subset Ωj, it results:
Sj σ̂j −
[
P¯jT+Jj
]
ε¯−
∫
Ωj
[
PjTΠj T̂j−1
∫
Ωj Π
jT∑n
i=1 L
j
pii
pii dΩ
]
dΩ+
+
∫
Ωj P
jTpij dΩ = 0 ,
(43)
where it has been set:
Sj =
∫
Ωj
PjTC−1Pj dΩ ,
P¯j =
∫
Ωj
Pj dΩ ,
Jj =
∫
Ωj
[
PjT Πj T̂j−1
∫
Ωj
ΠjTLjε¯ dΩ
]
dΩ . (44)
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The Sj matrix in Eq. (43) can be interpreted as the inverse of the over-
all constitutive law for the subset Ωj on the basis of the introduced
stress approximation, so that the term Sj σ̂j represents an overall elas-
tic strain in Ωj; Jj localizes the average strain ε¯ in Ωj, responsible for
the total strain in the subset, and the third term depends on the in-
elastic strain and represents a contribution to the total strain. The last
term of Eq. (43) is the overall inelastic strain in the subset Ωj.
3.1.1 Numerical procedure
In order to solve the evolution problem, a time-integration technique
has to be implemented. In particular, the backward Euler algorithm is
adopted. The quantities at previous time tn are denoted with the sub-
script n, while the quantities at the current time t have no subscript;
the time interval t− tn is denoted as 4t .
At each time step, the solution of the evolution problem is per-
formed by establishing a specific predictor-corrector strategy. A trial
state is determined considering the internal variables as frozen. In
particular a trial value of qj,TR is computed so that a trial plastic mul-
tiplier 4γj,TR can be evaluated solving the time discretized form of
its evolution equation. If 4γj,TR is equal to zero in all the subsets,
the trial state is the solution of the elastic step; otherwise a corrector
phase is required. In this case the evolution of modified plastic mul-
tiplier in the time step interval occurs, leading to 4γj > 0; thus, the
inelastic strain field evaluated at the current time step t, is obtained
as:
pij = pijn +4γ̂j Tj σ̂j
= Tj
(
βj +4γ̂jσ̂j
)
, (45)
αj =
∫t
0
α˙jdτ , (46)
being pijn the inelastic strain at tn and the components vector βj de-
fined as:
βj =
tn∑
τ=0
4γ̂jτ σ̂jτ , (47)
representing the history variables of the problem for subset Ωj, to-
gether with the hardening variable αj. The residual form of equation
(43) and the weak form of the evolution of γj integrated over the time
step and defined as Rjσ and R
j
γ respectively are:
Rjσ = Sj σ̂
j −
[
P¯jT+Jj
]
ε¯+
+ P̂j
(
βj +4γ̂jσ̂j
)
−
n∑
i=1
Kij
(
βi +4γ̂iσ̂i
) (48)
22 mixed transformation field analysis (mxtfa)
Rjγ = R
j
γ(σ̂
j,∆γ̂j) (49)
with:
P̂j =
∫
Ωj
PTT dΩ (50)
Kij =
∫
Ωj
[
PTΠ T̂−1
∫
Ωj
ΠTLj
pii
T dΩ
]
dΩ.
The explicit expression for Rjγ in (49) is detailed in 3.2 and 3.3.
The correction phase consists in solving the nonlinear system of(∑n
j=1N
j
p +n
)
equations (48) and (49) with respect to the unknowns
σ̂
j and 4γ̂j defined on each subset, since they are the only informa-
tion that is required in order to recover the material state at a given
time step. At the end of each time step, the stress and plastic mul-
tiplier parameters allow for the recovery of the stress and inelastic
strain field according to Eqs. (45) and (47). The residual and the un-
known vectors for Ωj are defined as Rj =
{ (
Rjσ
)T
R
j
γ
}T
and
Uj =
{ (
σ̂
j
)T
4γ̂j
}T
respectively, so that the full residual and
unknown vectors for the whole RVE result:
R =
{ (
R1
)T (R2)T ... (Rn)T }T (51)
and
U =
{ (
U1
)T (U2)T ... (Un)T }T . (52)
A Newton-Raphson technique is adopted to solve the nonlinear prob-
lem R = 0, so that at the typical [p+ 1] iteration, the following lin-
earized problem has to be solved:
R[p] +
∂R
∂U
∣∣∣∣
[p]
δU = 0 , (53)
with δU the variation of the whole unknown vector arising between
two consecutive iterations. The explicit form of the tangent matrix,
whose dimension is
(∑n
j=1N
j
p +n
)
×
(∑n
j=1N
j
p +n
)
, takes the fol-
lowing form at the [p]-th iteration :
∂R
∂U
=

∂R1
∂U1
∂R1
∂U2
...
∂R1
∂Un
∂R2
∂U1
∂R2
∂U2
...
∂R2
∂U2
... ... ... ...
∂Rn
∂U1
∂Rn
∂U2
...
∂Rn
∂Un

. (54)
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where the expression of the generic component is given by:
∂Rj
∂Ui
=

∂Rjσ
∂σ̂
i
∂Rjσ
∂4γ̂i
∂R
j
γ
∂σ̂
i
∂R
j
γ
∂4γ̂i
 , (55)
Of course, the derivatives are only calculated in the j-th subset if it is
actually active. The iterations will stop when the norm of the residual
vector, suitably normalized, is lower than a prefixed tolerance.
Once all the unknowns are updated, the average stress in the whole
RVE is computed. Thanks to the stress approximation introduced in
(34), this can be achieved straightforward as:
σ¯ =
1
Ω
n∑
j=1
P¯j σ̂j . (56)
Note that the stress distribution could be also evaluated from the con-
stitutive equation involving the total and plastic strain fields. How-
ever, as usual in mixed stress approaches, higher accuracy in the
stress evaluation can be obtained if it is evaluated directly form the
stress parameters, as shown in 3.3.4.1.
The algorithm is summarized in Box 1. In addition, a summary of
the proposed procedure is shown in Fig. 8.
Eq. (39)
Eq. (48,49)
Eq. (56)
Figure 8: MxTFA: Graphical representation of the procedure.
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3.2.1 Homogenization in elasto-plasticity
In a plasticity framework the evolution laws for the internal variables
are:
p˙i = λ˙N (58)
α˙ = λ˙ . (59)
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Algorithm 1 Integration algorithm for the elastic predictor.
1. Assign a new value of ε¯
2. Given the history variables βj at time tn, computed by equation
(47), evaluate the elastic predictor state in each subset Ωj from
equations (48):
σ̂
j TR = Sj
−1
{[(
P¯j
)T
+Jj
]
ε¯+ P̂j βj −
n∑
i=1
Kijβi
}
3. Check for admissibility of the trial state at the subset:
∫
Ωj
δγj f(σ̂jTR)dΩ 6 0 , (57)
if 4γj,TR = 0 for all the subsets =⇒ the trial state is the
solution
else
a) Compute the residuals R[p] at iteration p from equations
(48) and (49)
b) if
∥∥R[p]∥∥ > TOL , where ∥∥R[p]∥∥ is the L2 norm of R[p]
• compute the tangent ∂R/∂U, as defined in (54) to get
δU from (53)
• update U[p+1] = U[p] + δU, set p = p + 1 and go to
step 3(a)
c) else
• update the variables
4. Continue
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Note that here α can be interpreted as a non negative plastic mul-
tiplier [62]. The above equations are completed with the loading-
unloading Kuhn-Tucker conditions:
f (σ, r) 6 0 , λ˙ > 0 , f (σ, r) λ˙ = 0 . (60)
Concerning the plasticity model, the classical Mises yield function is
considered in the framework of associate plasticity [63]. In this case,
the limit function is:
f (σ, r) = q− σ˜y with q =
√
3
2
σTMσ =
√
3
2
‖σ ′‖ , (61)
where q is the von Mises stress, σ ′ the deviatoric part of the stress
fields, while:
M =
1
3

2 −1 −1 0 0 0
−1 2 −1 0 0 0
−1 −1 2 0 0 0
0 0 0 6 0 0
0 0 0 0 6 0
0 0 0 0 0 6

,
and σ˜y = σy + r, being σy the initial yield stress. From Eqs. (32) and
(61) it results:
N (σ) =
3
2 q
Mσ . (62)
The modified plastic multiplier γ will be defined as:
γ˙ =
1
2 q
α˙ , (63)
so that equation (32) can be rewritten as (considering Eq. (63)):
p˙i = γ˙ 3Mσ . (64)
The loading-unloading Kuhn-Tucker equations (60) are also restated
in a weak form:∫
Ω
δγ f (σ,γ) dΩ 6 0 , γ˙ > 0 ,
∫
Ω
δγ f (σ,γ) γ˙dΩ = 0 ∀ δγ > 0 .
(65)
3.2.2 Computational homogenization technique
The RVE is subdivided into subsets according to (33). On each subset
Ωj the stress and the modified plastic multiplier are defined accord-
ing to (34) and (36). On the basis of the introduced approximations,
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the weak form of the loading-unloading Kuhn-Tucker equations (60)
for the subset Ωj reads as:∫
Ωj
δγ̂j fdΩ 6 0 , ˙̂γj > 0 ,
∫
Ω
γ̂j f ˙̂γdΩ = 0 ∀ δγ̂j > 0 . (66)
where f is defined according to (61) as:
f(σ̂j, γ̂j) =
∫
Ωj
(√
3
2
(
σ̂
j
)T
Qj σ̂j − σ˜jy
)
dΩ (67)
with Qj =
(
Pj
)T M Pj.
Equation (64) in the subset Ωj takes the specific form:
p˙ij = ˙̂γ
j
Tj σ̂j , (68)
being Tj = 3M Pj. The evolution problem is solved employing the
backward Euler algorithm described in 3.1.1. If the trial stress satisfies
the yield condition, the trial state is the solution of the elastic step;
otherwise a corrector phase is required. In this case the evolution of
plastic multiplier occurs, leading to 4γj 6= 0; the nonlinear system
(51) needs to be solved, where Rjγ is the first of (65) written in the
equality residual form:
Rjγ =
∫
Ωj
(√
3
2
(
σ̂
j
)T
Qj σ̂j − σ˜y
)
dΩ (69)
and its derivatives are:
∂R
j
γ
∂σ̂
i
= δij
∫
Ωj
∂qj
∂σ̂
j
(
1− 2H∆γ̂j
)
dΩ (70)
∂R
j
γ
∂∆γ̂i
= δij
∫
Ωj
(
−2Hqj
)
dΩ , (71)
being δij Kronecker’s delta and
∂qj
∂σ̂
i
=
3δij
2
Qjσ̂j[
3
2
(
σ̂
j
)T
Qjσ̂j
] 1
2
. (72)
The hardening variable of the subset αj, using (46) and (63) is de-
termined as:
αj = αjn + 24γ̂j
∫
Ωj
qjdΩ , (73)
being αjn the accumulated plastic strain at tn.
The (Njp+ 1) equations (48) and (69) have to be solved with respect to
the (Njp + 1) unknowns σ̂
j and 4γ̂j. The average stress in the whole
RVE is computed using the representation form (34) via (56).
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3.2.3 Numerical Results
In this section, the performance of the proposed homogenization pro-
cedure in the framework of elasto-plasticity is verified on two numer-
ical tests involving periodic composites. Thanks to the properties of
periodicity of their microstructure, the overall behavior of periodic
composites can be analyzed by considering a repetitive UC, subjected
to periodic boundary conditions. In particular, for a rectangular UC
of dimensions 2 a1 × 2 a2, considering a Cartesian coordinate system
(x1, x2) placed at the center of it, the periodic boundary conditions
are:
u˜1 (a1, x2) = u˜1 (−a1, x2) ∀x2 ∈ (−a2,a2)
u˜2 (a1, x2) = u˜2 (−a1, x2) ∀x2 ∈ (−a2,a2)
u˜1 (x1,a2) = u˜1 (x1,−a2) ∀x1 ∈ (−a1,a1)
u˜2 (x1,a2) = u˜2 (x1,−a2) ∀x1 ∈ (−a1,a1)
. (74)
The MxTFA procedure is implemented into a Fortran program, and
a linear stress approximation is assumed on all the subsets, resulting
in Np = 7 stress modes (and therefore inelastic modes), collected in
the stress matrix P defined as:
Pj =
 1 0 0 x2 0 x1 00 1 0 0 x1 0 x2
0 0 1 0 0 −x2 −x1
 . (75)
The localization matrices Ljε¯ and L
j
pii
employed in the MxTFA are
evaluated performing linear elastic Finite Element Analysis (FEA) of
the UC subjected to each component of ε¯ and of pii, respectively, de-
termining the perturbation strain at each Gauss point of the finite el-
ement mesh. In particular, 2D plane stress four-node finite elements
are implemented into FEAP code. The level of refinement of the finite
element mesh has been chosen so that the convergence of the FEA so-
lution is ensured. The number of pre-analyses is equal to the 3 compo-
nents of ε¯ plus the number of the subsets times the 7 components of
σ̂
j. Furthermore, the matrices defined in (44) are evaluated through
numerical integration on the same finite element mesh used for the
pre-analyses. Note that the numerical integration could be not strictly
necessary in case of simple-shaped subdomains, but when dealing
with complex shapes then numerical integration becomes necessary.
For sake of uniformity, in this work numerical integration for every
matrix is employed.
In the first test, a UC with a simple geometry is considered and
the proposed procedure is applied adopting an increasing number of
28 mixed transformation field analysis (mxtfa)
inelastic subsets in order to highlight its convergence properties. In
the second test, a UC with a more complex geometry, representative
of a realistic application, is considered. In both tests, the responses
under uniaxial and biaxial loadings are analyzed.
The results obtained with the homogenization procedure are com-
pared with nonlinear micromechanical analyses (FEA), carried out us-
ing 2D plane stress four-node quadrilateral finite elements, character-
ized by elastic and plastic constitutive models.
3.2.3.1 Test 1 - UC with rectangular inclusion
A periodic heterogeneous material characterized by a plastic matrix
and elastic rectangular inclusions is considered. Because of the dou-
ble symmetry of the UC only one quarter is considered in the follow-
ing, as shown in Fig. 9. Unit thickness is assumed and the geometrical
parameters are set as follows: a1 = 15mm, a2 = 9mm, b1 = 5mm and
b2 = 4 mm, resulting in a volume fraction equal to 15%. The mechan-
ical properties of the constituents are summarized in Table 1, where
E and ν are the Young modulus and the Poisson ratio respectively.
Both for the elastic pre-analyses and for the nonlinear micromechani-
cal analysis, the quarter of the UC is discretized with a regular mesh
composed by 180 finite elements, 150 for the matrix and 30 for the
inclusion.
As only loading conditions prescribing average strains ε¯11 and ε¯22
are considered in the following computations, the periodic boundary
conditions (74) for the quarter of UC become:
u˜1 (0, x2) = 0 ∀x2 ∈ (0,a2)
u˜1 (a1, x2) = 0 ∀x2 ∈ (0,a2)
u˜2 (x1, 0) = 0 ∀x1 ∈ (0,a1)
u˜2 (x1,a2) = 0 ∀x1 ∈ (0,a1) .
(76)
The homogenization analyses are carried out considering three dif-
ferent subsets discretization, shown in Fig. 10. It can be noted that
always one subset is used for the elastic inclusion, while the ma-
trix is subdivided into 3, 5 and 7 subsets, resulting, respectively, in
3× 8 = 24, 5× 8 = 40 and 7× 8 = 56 internal variables of the MxTFA
procedure. In fact, for each subset the 7 components of the vector βj
and ∆γ represent the internal variables of the elasto-plastic problem.
In the micromechanical nonlinear finite element analysis, the number
of internal variables, considering 4 Gauss points for each finite ele-
ment 3 components of the plastic strain and the accumulated plastic
strain, it results 150× 4× 4 = 2400, which is significantly higher than
the one of the MxTFA.
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Constituent E [MPa] n σy [MPa] H [GPa]
Inclusion (elastic material) 25000 0.15 - -
Matrix (plastic material) 2500 0.15 3 0
Table 1: Test 1 - Material properties of the constituents.
(a) (b)
Figure 9: Test 1 - (a) Geometry of the UC, (b) UC FE discretization.
loading along the x1 -axis The response of the UC subjected
to uniaxial loading along the x1-direction is analyzed. In particular,
a monotonic increasing value of the average strain ε¯11 is prescribed
until it reaches the value ε¯11 = 0.005.
The overall responses of the UC obtained with the MxTFA using the
three different subsets discretization are shown in Fig. 11 in terms
of average stress σ¯11 versus average strain ε¯11. For comparison, the
UC reference response, obtained from the nonlinear micromechanical
finite element analysis, is also reported. Moreover, the percentage er-
rors on the average stress σ¯11 at the end of the analysis (i.e. when the
average deformation ε¯11 reaches its final value), are collected in Table
2.
The MxTFA is able to reproduce the constitutive response of the UC
characterized by nonlinear behavior and there is a very good agree-
ment between the MxTFA predictions and the micromechanical refer-
ence solution. In particular, it can be observed that only 4 subsets
suffices to achieve very good accuracy with an error of only 1.14%
(a) (b) (c)
Figure 10: Test 1 - Subset subdivision: (a) 4 subsets, (b) 6 subsets, (c) 8 sub-
sets.
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Figure 11: Test 1 - Mechanical response of the UC subjected to uniaxial load-
ing.
Type of analysis σ¯11(MPa) Error (%)
FEA 3.502 -
MxTFA (4 subsets) 3.461 1.184
MxTFA (6 subsets) 3.463 1.102
MxTFA (8 subsets) 3.464 1.093
Table 2: Test 1 - Uniaxial loading: final value of the average stress.
in the evaluation of the average stress σ¯11 at the end of the analysis.
Finally, as expected, increasing the number of subsets results in an
improvement in accuracy.
biaxial loading The same UC is loaded in the x1- and x2- direc-
tion, by prescribing the axial strains ε¯11 and ε¯22 until the value ε¯11=
ε¯22 = 0.005 is reached, keeping the ratio ε¯11/ε¯22 = 1 for the whole
analysis. As in the previous case, the subsets configurations showed
in Fig. 10 are considered, and the MxTFA results are compared with
the micromechanical finite elements analysis. In particular, the over-
all response of the UC obtained with the MxTFA is shown in Fig. 12a in
terms of the average normal stresses σ¯11 versus the average normal
strains ε¯11, and in Fig. 12b in terms of the average normal stresses σ¯22
versus the average normal strains ε¯22. Moreover, Table 3 collects the
results in terms of the average normal stresses σ¯11 and σ¯22 obtained
at the end of the analyses. The above results show that the MxTFA is
able to accurately predict the mechanical behavior of the UC along
the two directions, with very good agreement with the reference FEA
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Type of analysis σ¯11(MPa) Error (%) σ¯22(MPa) Error (%)
FEA 3.142 - 3.120 -
MxTFA (4 subsets) 3.173 0.98 3.183 2.01
MxTFA (6 subsets) 3.165 0.73 3.143 0.72
MxTFA (8 subsets) 3.164 0.70 3.120 0.02
Table 3: Test 1 - Biaxial loading: final value of the average stresses in x1- and
x2-direction.
solution. Stress estimates are more accurate in the x1-direction for the
4 subset analysis, while increasing the subset number a very good
approximation is achieved also along x2-direction.
3.2.3.2 Test 2 - UC with circular inclusion
In this test, the behavior of a periodic composite consisting of a plas-
tic matrix embedding elastic circular inclusions with volume fraction
equal to 36% is analyzed. The UC geometry is shown in Fig. 13a; due
to symmetry only one quarter of the UC is modeled considering the
boundary conditions (76). The following geometrical parameters are
assumed: a = 0.5 mm and r = 0.34 mm. The material parameters are
collected in Table 4. Two different UCs were considered, in which the
matrix was characterized by an elasto perfectly plastic behavior and
by linear isotropic hardening respectively. The MxTFA homogenization
analyses are performed discretizing the UC with 7 subsets (6 subsets
for the matrix and 1 subset for the inclusion), as shown Fig. 13b, re-
sulting in 6× 8 = 48 internal variables. For the finite element model
employed to perform the linear elastic pre-analyses and to compute
the micromechanical reference solution, the quarter of UC has been
discretized using 304 finite elements, 176 for the matrix and 128 for
the inclusion. The internal variables of the nonlinear micromechani-
cal analysis are equal to 176× 4× 4 = 2816, significantly higher than
the ones of the MxTFA.
Constituent E [GPa] ν σy [MPa] H [GPa]
Inclusion (elastic material) 410 0.19 - -
Matrix (plastic material) 75 0.33 426 2.894
Table 4: Material properties of the constituents.
loading along the x1 -axis The UC is subjected to uniaxial
loading along the x1-axis, with the average strain ε¯11 monotonically
increased until the final value ε¯11 = 0.03. Fig. 14 shows the consti-
tutive response in both cases of elasto perfectly plastic and Linear
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(a)
(b)
Figure 12: Test 1 - Mechanical response of the UC subjected to biaxial
loading: (a) mechanical response in x1-direction, (b) mechanical
response in x2-direction.
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(a) (b)
Figure 13: Test 2 - Geometry of the UC (a) and subset discretization (b)
Figure 14: Test 2 - Mechanical response of the UC subjected to uniaxial load-
ing.
Hardening (LH) of the equivalent homogenized material in terms of
σ¯11 and ε¯11, together with the micromechanical reference solution.
The MxTFA is able to accurately reproduce the overall behavior of the
UC also in this case. Moreover, the final value of the average stress σ¯11
obtained with the MxTFA is compared with the reference one deriving
from the micromechanical analysis in Table 5; as it can be noted, the
error is less than 3%.
biaxial loading The UC is subjected to a biaxial tensile loading
along x1- and x2-axis, with increasing prescribed axial deformations
that reach the final value of ε¯11= ε¯22= 0.03, while keeping a con-
stant unitary ratio ε¯11/ε¯22. For this load case, only the results for the
elasto perfectly plastic material are reported. Fig. 15 shows the over-
all behavior of the UC in terms of average stress and average strain
in x1-direction, and Table 6 reports the error on the final value of the
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Type of analysis σ¯11(MPa) Error (%)
FEA 492.01 -
MxTFA 499.66 0.98
FEA LH 681.36 -
MxTFA LH 697.53 2.37
Table 5: Uniaxial loading: final value of the average stress.
Figure 15: Test 2 - Mechanical response of the UC subjected to biaxial load-
ing.
average stress. The results confirm the very good performance of the
proposed homogenization procedure.
no. subsets vs no. modes For this test, a study concerning the
influence of the number of subsets and the number of inelastic modes
on the accuracy of the solution is performed. According to Fig. 16,
four different subsets configurations are analyzed, and for each con-
figuration first linear (LIN) then quadratic (QUAD) stress approxima-
tions are considered for each subset, resulting in 7 and 12 inelastic
modes respectively. Table 7 collects information on the homogeniza-
tion analyses performed. A deviatoric strain history of tension and
Type of analysis σ¯11=σ¯22 (MPa) Error (%)
FEA 442.74 -
MxTFA 456.06 3.01
Table 6: Test 2 - Biaxial loading: final value of the average stress.
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Figure 16: Test 2 - Subsets configurations.
Analysis No. of No. of No. of internal
subsets n modes Np variables N¯
FEA - - 704
3 LIN 3 7 16
3 QUAD 3 12 26
4 LIN 4 7 24
4 QUAD 4 12 39
7 LIN 7 7 48
7 QUAD 7 12 78
15 LIN 15 7 112
15 QUAD 15 12 182
Table 7: Test 2 - Homogenization analyses: final value of the average stress.
compression along x1 and x2− direction respectively is applied to the
UC. Fig. 17 shows a comparison of the results obtained via MxTFA and
FEA. As expected, better results are obtained increasing n, and, for
fixed n, higher accuracy is achieved increasing the number of modes
Np. It can be observed that both 3 LIN and 3 QUAD are not able to
provide accurate results even if the total number of internal variables
N¯ for 3 QUAD and 4 LIN are comparable: this means that 3 subsets
are not enough for this UC in order to provide good results. The re-
sults also show that for a comparable number of internal variables
N¯ (e. g.considering 4 QUAD and 7 LIN), a higher number of subsets
n is preferable to a higher number of modes Np when plasticity is
reached (region A in the Figure). On the other side, when the UC is
fully plastic, a higher number of modes determines a more accurate
solution than a higher number of subsets (region B in the Figure). Fig-
ure 18 shows the relative error on the final value of σ¯22 between FEA
and MxTFA.
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Figure 17: Test 2 - σ¯22 for the homogenization analyses.
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Figure 18: Test 2 - Error convergence.
3.3 mxtfa in viscoplasticity 37
3.3 mxtfa in viscoplasticity
Concerning the homogenization problem of viscoplastic composites,
several techniques have been adopted in literature. Among the oth-
ers, very recently, Czarnota et al. [15] presented a homogenization
technique based on an additive tangent Mori–Tanaka scheme in or-
der to study two-phase composites characterized by phases with non-
linear elastic–viscoplastic behavior and spherical inclusions. Mareau
and Berbenni [44] presented a homogenization technique for hetero-
geneous elastic-viscoplastic materials based on the self-consistent ap-
proximation. Agoras et al. [3] presented an alternative technique of
the incremental variational procedure of Lahellec and Suquet [43] con-
sidering a time-incremental variational formulation for the strain-rate
potential of the elastic-viscoplastic composite and defining a homog-
enization problem with nonuniform “eigenstrain rates” in the phases.
They adopted the variational procedure proposed in [56] to handle
the nonlinearity and the heterogeneity of the properties in the phases.
This section is focused on the elastic-viscoplastic homogenization
problem for composite materials. First, the constitutive model describ-
ing the elastic-viscoplastic behavior of the constituents is introduced
and, then, the homogenization problem based on the MxTFA is pre-
sented.
3.3.1 Elastic-viscoplastic constitutive model
Viscoplasticity indicates a model where both rheologic and plastic
effects are taken into account in order to describe the behavior of the
material. In particular, a time dependence of the stress and strain state
is introduced due to the viscous properties of the medium, while the
plastic properties depend on the loading path. As a result, the model
becomes both time and loading history dependent.
According to Perzyna [54], there are two different classes of vis-
coplastic materials: elasto-viscoplastic materials and elastic-viscoplastic
materials. The former are the class of materials that show viscous
properties in both elastic and plastic regions, while the latter exhibit
viscous properties in the plastic region only. Here, this second class
will be considered. The elastic-viscoplastic constitutive model is for-
mulated assuming the existence of an elastic domain in which there
are no viscous effects and of a dissipation potential, that governs the
evolution of the internal variables .
Based on the assumption that the viscous properties manifest them-
selves only once the plastic state is reached, the strain rate can be split
into an elastic and inelastic part, where the latter represents combined
viscous and plastic effects. In addition, since the material does not
show viscous properties in the elastic region, the classical Mises yield
function is considered in the framework of associated plasticity [63].
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In particular, an elastic perfectly plastic material is considered. The
assumption of perfect plastic material is introduced only to get an
easier formulation, but kinematic and/or isotropic hardening effects
can be introduced in the procedure, i. e.the assumption of perfect plas-
ticity is not strictly necessary for the proposed procedure. The initial
yield condition (or static yield condition) is the one reported in Eq.
(61) with σ˜y = σy, i.e. r = 0.
Introducing a dissipation potential Φ∗(σ, r), the flow rule is given
by deriving Φ∗ with respect to the stress state:
p˙i =
∂Φ∗(σ)
∂σ
. (77)
Different types of dissipation potentials are herein considered, that
can be found in the literature:
• the potential proposed by Perzyna [54]:
Φ∗(σ) =

σ˜y
µ
[
1
1+ 
+

1+ 
Θ
1+

]
if f (σ) > 0
0 if f (σ) < 0
, (78)
with Θ(σ) = q/σ˜y − 1,
• the potential proposed by Peric´ [53]:
Φ∗(σ) =

σ˜y
µ
[
1
1+ 
+

1+ 
Θ
1+
 −Θ
]
if f (σ) > 0
0 if f (σ) < 0
, (79)
with Θ(σ) = q/σ˜y.
In equations (78) and (79), µ is a viscosity-related parameter,  is the
dimensionless rate sensitivity parameter, with  ∈ (0, 1) and Θ(σ) a
function that depends on the yield surface.
Differentiating the dissipation potential with respect to the stress state
and taking into account for (32), one determines the evolution of the
internal variables:
p˙i = α˙N(σ) , (80)
where α˙ is defined:
• for the Perzyna model from equation (78):
α˙ =

1
µ
[(
q
σ˜y
− 1
)1/]
if f (σ) > 0
0 if f (σ) < 0
, (81)
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• for the Peric´ model from equation (79):
α˙ =

1
µ
[(
q
σy
)1/
− 1
]
if f (σ) > 0
0 if f (σ) < 0
, (82)
It can be remarked that the classical Kuhn-Tucker loading-unloading
conditions (60) do not govern the problem in case of rate dependent
plasticity. In fact, when plasticity is reached, the updated stress state
generally lies outside the yield surface, i.e. f (σ) > 0. This is in con-
trast with the rate independent case, where the condition f (σ) = 0
forces the updated stress state to lie on the yield surface when there
is a plastic flow [63]. The crucial difference between the elasto-plastic
and the elastic-viscoplastic model relies on the definition of the evo-
lution of the internal variables. In fact, for elastic-viscoplastic mate-
rials, equation (32) is actually time-dependent, i.e. the time scale of
the problem affects the evolution of pi. In addition, the hardening
variable is not an independent variable of the problem, but it is an
explicit function of the stress state.
3.3.2 Computational homogenization technique
The modified plastic multiplier is defined as in (63). The weak form
of the modified plastic multiplier is introduced as:∫
Ω
δγ
(
γ˙−
1
2 q
α˙ (σ)
)
dΩ = 0 , (83)
where α˙ (σ) is defined according to the choice of Φ∗.
Then, the RVE is divided into n subsets Ωj and on each of them an
approximation for the stress and of the modified plastic multiplier is
defined according to (34) and (36). A piecewise uniform distribution
is considered for the modified plastic multiplier, i.e. ρ = 1 in all the
subsets. In the typical j−th subset Ωj, Eq. (83) takes the form:∫
Ωj
δγ̂j
(
˙̂γ
j
−
1
2 q
α˙ (σ)
)
dΩ = 0 . (84)
According to the dissipation potentials assumed in 3.3.1 it results:
˙̂γ
j
=

1
µΩj
∫
Ωj
1
2qj
(
qj
σ˜y
− 1
)1/
dΩ Perzyna
1
µΩj
∫
Ωj
1
2qj
[(
qj
σ˜y
)1/
− 1
]
dΩ Peric´
, (85)
Substituting Eqs. (85) into (83) written for the subset Ωj, it results:
0 =

˙̂γ
j
−
1
µΩj
∫
Ωj
1
2qj
(
qj
σ˜y
− 1
)1/
dΩ Perzyna
˙̂γ
j
−
1
µΩj
∫
Ωj
1
2qj
[(
qj
σ˜y
)1/
− 1
]
dΩ Peric´
. (86)
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3.3.3 Numerical procedure
The evolution problem is solved employing the backward Euler al-
gorithm described in 3.1.1. The residual form of equation (86),inte-
grated in the time step and its partial derivative with respect to the
unknowns {σ̂j,∆γ̂j}T are rewritten as:
Rjγ =

4γ̂j − 4t
µΩj
∫
Ωj
1
2qj
( qj
σ˜y
− 1
) 1

 dΩ Perzyna
4γ̂j − 4t
µΩj
∫
Ωj
1
2qj
( qj
σ˜y
) 1

− 1
 dΩ Peric´ (87)
∂R
j
γ
∂σ̂
i
= δij

4t
2µΩj
∫
Ωj
1
qj
{
1
qj
Θ
1
 −
1
σ˜y
Θ
1
−1
}
∂qj
∂σ̂
i
dΩ Perzyna
4t
2µΩj
∫
Ωj
1
qj
{
1
qj
[
Θ
1
 − 1
]
−
1
σ˜y
Θ
1
−1
}
∂qj
∂σ̂
i
dΩ Peric´
(88)
∂Rjσ
∂∆γ̂i
= δij P̂jσ̂
j −Kijσ̂i (89)
∂R
j
γ
∂4γ̂i
= δij . (90)
where δij and being δij Kronecker’s delta and
∂qj
∂σ̂
i is defined by Eq.
(72).
3.3.4 Numerical results
In this section, the performance of the proposed technique in deter-
mining of the overall mechanical behavior of composites is assessed.
In particular, composites characterized by a periodic microstructure
are considered in the numerical applications, so that the UC subjected
to periodic boundary conditions is studied.
The MxTFA code is implemented into a Fortran program and linear
stress approximation is assumed for all the subsets. The stress ap-
proximation matrix P and the evaluation of the localization operators
and of the influence matrices, as well as the evaluation of the local-
ization operators Ljε¯ and L
j
pii
employed in the MxTFA is carried out as
described in 3.2.3. employing 2D four-node elements implemented in
the code FEAP.
Two numerical applications are presented: the first is performed on a
simple geometry in order to assess the capability of the viscoplastic
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MxTFA procedure to capture the rate dependency of the problem by
applying to the UC an average strain field at increasing strain rates. In
order to show the applicability of the proposed technique to different
viscoplastic models, both the viscoplastic models introduced by [54]
and [53], described above, are adopted. In the second application, a
more realistic geometry’s considered and only the viscoplastic model
introduced by Perzyna is used, performing analyses for different val-
ues the viscosity parameter  at a given strain rate. The ability of the
MxTFA technique to reproduce the response of the UC when subjected
to loading/unloading strain histories is also investigated.
The results obtained with the proposed homogenization procedure
are compared with nonlinear micromechanical analyses, carried out
using 2D plane stress four-node quadrilateral finite elements, char-
acterized by elastic and viscoplastic constitutive models. The same
finite element meshes adopted for the pre-analyses are used for the
nonlinear analyses.
3.3.4.1 Test 1 - UC with rectangular inclusion
A periodic heterogeneous material characterized by a viscoplastic ma-
trix and elastic rectangular inclusions is considered. The geometric
properties of the UC are the same of Test 1 in 3.2.3 (reported in Fig.
9a). The mechanical properties of the constituents are summarized in
Table 8. Both the elastic pre-analyses and for the nonlinear microme-
chanical analysis were carried out using the finite element mesh of
Fig. 9b. The homogenization analyses are performed considering the
subset configurations shown in Figures 10a and 10b. In particular,
only one subset is used for the elastic inclusion, while the matrix is
subdivided into 3 and 5 subsets, resulting, respectively, in 3× 8 = 24
and 5× 8 = 40 history variables of the MxTFA procedure. In the mi-
cromechanical nonlinear analysis performed on the mesh shown in
Fig. 9b it results 150× 4× 4 = 2400.
Constituent E [MPa] n σy [MPa] H [GPa] µ [s] 
Inclusion
25000 0.15 - - - -
(elastic material)
Matrix 2500 0.15 3 0 500
1
(viscoplastic material) 0.1
Table 8: Test 1 - Material properties of the constituents.
The UC is subjected to uniaxial loading along x1-direction, with an
increasing monotone average strain ε¯11 that reaches the maximum
value ε¯11 = 0.005, prescribing the symmetry boundary conditions
(76). Several simulations are carried out at different strain rates, con-
sidering two different values of rate sensitivity coefficients.
The mechanical response of the equivalent homogenized material
in terms of average stress σ¯11 versus average strain ε¯11 obtained with
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the MxTFA compared with the FEA at different strain rates, ˙¯ε11 = 0.05
s−1, 0.005 s−1, 0.0005 s−1, is shown in Fig. 19 for the 4-subset configu-
ration. The rate independent (i. e.elasto-plastic) curve is also reported
as limit case for ˙¯ε11 → 0. In particular, Fig. 19a shows the results for
 = 1 using Peric´ model, while Fig. 19b and 19c for  = 0.1, adopting
Peric´ and Perzyna models, respectively. Results for  = 1 are shown
only for the Peric´ model, since for high value of rate sensitivity pa-
rameter the two models lead to similar results. On the contrary, for
low values of the rate sensitivity parameter the two models lead to
different results, and in particular, it can be seen that for  → 0 the
Perzyna results do not tend to the rate independent curve, but they
tend to a curve whose maximum value of the stress is almost twice
the one corresponding to the rate independent model. The effective-
ness of the MxTFA is determined comparing the results with the FEA
ones. In particular, in Table 9 the percentage errors of average stress
σ¯11 at the end of the analyses (i.e. when the average deformation
ε¯11 reaches its final value) are collected. In the same table, the elasto-
plastic results are also shown as the limit case for vanishing strain
rate. As it can be noted, there is a very good agreement between the
MxTFA predictions and the micromechanical reference solution. The
results show that the major influence of the strain rate is observed
for the high value of the rate sensitivity parameter ( = 1) reaching a
maximum error equal to 2.77% for low value of the strain rate; while
only a minor difference can be observed for the low value of the sen-
sitivity parameter ( = 0.1) reaching a maximum error equal to 0.89%
for high value of the strain rate. The effect of the strain rate on the
response of the material can also be observed: for a given value of ,
higher stress values are obtained at high rates, and the rate indepen-
dent (i.e. the elasto-plastic) solution is approached as the strain rate
vanishes. Finally, it can also be remarked that only 4 subsets suffice to
achieve very good accuracy in the evaluation of the average stress σ¯11
at the end of the analysis. The results obtained using the 6-subset par-
titioning do not provide a substantial improvement in the accuracy
and for this reason they are not reported.
Numerical results show also that a linear viscoplastic flow rule ( =
1) could induce a complex inelastic strain distribution, more difficult
to be approximated than the one obtained considering a nonlinear
viscoplastic flow rule ( = 0.1). In other words, it is not ensured
that the inelastic strain distribution coming from a simple (linear)
evolution law can be more effectively approximated by the assumed
inelastic strain than that coming from a more complex (nonlinear)
evolution law.
In addition to the previous results, it might be interesting to inspectLocal strain
the local distribution of the strain field. The total strain at the end of
the loading history for the two subset configurations are shown in
Fig. 20, considering the Peric´ model,  = 0.1 and strain rate 0.5 · 10−2
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(a)
(b)
(c)
Figure 19: Test 1 - Mechanical response of the UC subjected to uniaxial
loading: (a)  = 1 Peric´ , (b)  = 0.1 Peric´, (c)  = 0.1 Perzyna.
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Strain rate [s−1] FEA MxTFA Error (%)
0.5 · 10−1 15.46 15.49 0.23
0.5 · 10−2 11.14 11.36 1.98
0.5 · 10−3 4.8 4.94 2.32
rate independent 3.46 3.47 0.02
(a)
Strain rate [s−1] FEA MxTFA Error (%)
0.5 · 10−1 5.02 5.05 0.78
0.5 · 10−2 4.07 4.09 0.47
0.5 · 10−3 3.58 3.59 0.04
rate independent 3.46 3.47 0.02
(b)
Strain rate [s−1] FEA MxTFA Error (%)
0.5 · 10−1 8.37 8.42 0.66
0.5 · 10−2 7.40 7.43 0.51
0.5 · 10−3 6.61 6.63 0.38
rate independent 3.46 3.47 0.02
(c)
Table 9: Test 1 - Final value of the average stress σ¯11 [MPa] for uniaxial
loading condition; (a)  = 1 Peric´ model, (b)  = 0.1 Peric´ model, (c)
 = 0.1 Perzyna model.
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FEA "11
4 subsets "11
"11 = "˜11 + "¯11
"11 = "˜11 + "¯11
"11 = "ˇ11 + "¯11
"11 = "ˇ11 + "¯11
MxTFA - 6 subsets
MxTFA - 4 subsets
Figure 20: Test 1- Comparison between strain maps coming from FEA and
MxTFA.
s−1. The total strain ε is defined, according to (10) , as the sum of two
contributions, deriving from the prescribed average strain ε¯ and from
the perturbation strain ε˜. The latter is defined by Eq. (38) as function
of the localization tensors Ljε¯ and L
j
pii
, while its approximation εˇ is
introduced by Eq. (39). In Fig. 20, two different strain distributions
are considered: one coming from the perturbation strain ε˜ and the
other coming from its approximation εˇ. As expected, εˇ determines a
smoother distribution of the strain inside the domain with respect to
ε˜. Moreover, little differences in the local distribution can be observed
passing from 4 to 6 subsets. For the same analysis, the average stress Average stress
evaluationcomponent σ¯11 is evaluated following three different approaches:
• via stress parameters σ̂ using Eq. (56) and denoted with σ̂
• via constitutive law recovering the strain and inelastic strain
fields using the full kinematic information provided by the lo-
calization tensors, denoted with piloc
• via constitutive law recovering the strain and inelastic strain
fields employing the strain approximation (39), denoted with
piε̂
Fig. 21 shows that the evaluation of the average stress directly from
the stress parameters determines a higher accuracy in the predictions.
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Figure 21: Test 1- Average stress evaluation using different approaches.
3.3.4.2 Test 2 - UC with a circular inclusion
The UC consists in a circular elastic inclusion embedded in a viscoplas-
tic matrix with volume fraction equal to 25%, as shown in Fig. 22.
Thanks to symmetry only one quarter of the UC is modeled applying
symmetry boundary conditions defined by (76), with a1 = a2 = a.
The following geometrical parameters are assumed: a = 1 mm and
r = 0.56 mm. The material parameters are collected in Table 10. From
the table it can be observed that the rate sensitivity parameter  is set
equal to 0.1, 0.2 or 1.
Fig. 23a shows that for the FEA model employed to perform the
linear elastic pre-analyses and to compute the micromechanical ref-
erence solution, the quarter of UC has been discretized using 304 fi-
nite elements, 176 for the matrix and 128 for the inclusion. The his-
tory variables of the nonlinear micromechanical analysis are equal
to 176× 4× 3 = 2112. One of the main advantages of the MxTFA ap-
proach is that the subsets can have any shape (convex and no-convex
shapes): this allows to model complex shapes using a small number
of subsets. Anyway, the choice of the subsets is important to reach ac-
curate results, as their shapes can influence the solution. As in finite
elements, a suitable choice is to discretize the domain with regular
subsets. For this reason, an almost regular discretization in subdo-
mains is performed. In fact, the MxTFA homogenization analyses are
performed discretizing the UC with 7 subsets (6 subsets for the ma-
trix and 1 subset for the inclusion), as shown Fig. 23b, resulting in
6× 7 = 42 history variables, significantly lower than the ones of the
FEA.
uniaxial loading along x2−axis The UC is subjected to uni-
axial loading along the x2-axis at the constant strain rate ˙¯ε22 = 0.1s−1,
with the average strain ε¯22 monotonically increased until the final
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Figure 22: Test 2 - Problem geometry.
Figure 23: Test 2 - (a) Finite element mesh for reference solution and pre-
analyses, (b) Subset discretization.
Constituent E [GPa] n σy [MPa] µ [s] 
Inclusion (elastic material) 400 0.20 - - -
Matrix (viscoplastic material) 70 0.30 480 500
1
0.2
0.1
Table 10: Test 2 - Material properties for the constituents.
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Figure 24: Test 2 - Mechanical response of the UC subjected to uniaxial load-
ing.
 FEA MxTFA Error (%)
1 9.48 9.49 0.06
0.2 1.92 1.94 0.78
0.1 1.43 1.42 0.35
rate independent 0.56 0.57 2.01
Table 11: Test 2 - Final value of the average stress σ¯22 [GPa] for uniaxial
loading condition.
value ε¯22 = 0.1. Fig. 24 shows the constitutive response of the equiv-
alent homogenized material in terms of σ¯22 versus ε¯22 for all the
rate sensitivity exponents together with the corresponding FEA refer-
ence solution. The rate independent (elasto-plastic) solution is also
reported, as limit case for → 0. The final value of the average stress
σ¯22 obtained with the MxTFA is compared with the reference one de-
riving from the FEA in Table 11. As expected, different behaviors are
observed for different values of , with higher stress values for higher
values of the rate sensitivity parameter. These results highlight that
the MxTFA is able to accurately reproduce the overall behavior of the
UC also in this case, with the largest error equal to 2.01% for the rate
independent case. Moreover, Fig. 25 shows the constitutive behavior
of the UC, as well as the behavior of the sole matrix and inclusion,
for  = 0.2. In particular, for the UC and each phase the respective
average stress versus the respective average strain are reported. Also
in this case the very good performance of the MxTFA can be observed.
For the same loading history, the stress and inelastic strain maps
for the intermediate rate sensitivity parameter ( = 0.2) at the end of
the analysis for the MxTFA and the FEA reference solution are reported
in Figs. 26 and 27 respectively, in order to have a better insight of the
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Figure 25: Test 2 - Mechanical response of the UC and the two phases sub-
jected to uniaxial loading ( = 0.2).
local distribution of these quantities. A good agreement between the
two solutions is observed.
The local error evaluated as the absolute value of the difference
between the FEA reference solution and the MxTFA solution is shown
in Fig. 28.
For this load case the local distribution at the end of the analysis Local strain
is shown in Fig. 29, where the strain evaluated via FEA is compared
with the one evaluated via MxTFA employing the full kinematic in-
formation provided by the localization operators (38) and the strain
projection onto the reduced basis (39). As expected, a smoother dis-
tribution is obtained moving from (38) to (39).
loading/unloading histories The UC is considered subjected
to the uniaxial loading/unloading history along x1-axis at a constant
strain rate equal to | ˙¯ε11| = 0.1 s−1, collected in Table 12. The overall
response of the UC is reported in Fig. 30 comparing the MxTFA and
FEA results for the rate sensitivity parameter equal to  = 0.1 and
 = 0.2; also the case of the rate independent elasto-plastic solution
is reported.
Furthermore, the bi-axial loading/unloading history, shown in Ta-
ble 13, is considered. In Fig. 31a the average stress σ¯11 is plotted ver-
sus the average strain ε¯11 and in Fig. 31b σ¯22 is plotted versus ε¯22 for
MxTFA and FEA considering  = 0.1,  = 0.2 and the rate independent
case.
The MxTFA results, obtained for both the uniaxial and bi-axial load-
ing/unloading histories, appear in a very satisfactory agreement with
the FEA responses, denoting also in this case the effectiveness of the
proposed homogenization procedure.
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V12 - FEA 
V11 - MxTFA 
V12 - MxTFA 
V22 - MxTFA V22 - FEA 
V11 - FEA 
Figure 26: Test 2 - Contour maps of stress [GPa] for  = 0.2 .
Table 12: Test 2 - Loading history along x1− axis.
Time [s] ε¯11 ε¯22 ε¯12
0 0 0 0
1 0.1 0 0
2 0 0 0
3 -0.1 0 0
4 0 0 0
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S12 - MxTFA 
S22 - FEA 
S11 - FEA S11 - MxTFA 
S12 - FEA 
S22 - MxTFA 
Figure 27: Test 2 - Contour maps of inelastic strain for  = 0.2.
Table 13: Test 2 - Biaxial loading history.
Time [s] ε¯11 ε¯22 ε¯12
0 0 0 0
1 0.1 0 0
2 0.1 0.1 0
3 0 0.1 0
4 0 0 0
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Figure 28: Test 2 - Local error maps of the stress [GPa] and inelastic strain,
 = 0.2.
Figure 29: Test 2 - Strain distribution.
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Figure 30: Test 2 - Mechanical response of the UC subjected to a uniaxial
loading history.
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Figure 31: Test 2 - Mechanical response of the UC subjected to a bi-axial
loading history: (a) mechanical response in x1−direction; (b) me-
chanical response in x2−direction.

4
C O M PA R I S O N B E T W E E N N T FA - B A S E D M O D E L
O R D E R R E D U C T I O N T E C H N I Q U E S
The ideas first presented in the scope of the NTFA remain appealing even
today and they have been the starting point for several Reduced Order Mod-
els (ROMs) rather recently. In this Chapter three of these ROMs stemming
from the TFA and NTFA concepts are compared: the potential Reduced Basis
Model Order Reduction (pRBMOR) of Fritzen and Leuschner [28, 29], the
New Nonuniform TFA (NUTFA) by [61] and the recent MxTFA of [12] [also
13].
4.1 comparison criteria
The comparison between the three ROMs is carried out on the basis
of four criteria that are outlined in the following. In particular, differ-
ences and similarities are investigated in terms of:
• Mode selection
Intuitively the proper choice of the modes has a major impact
on the accuracy and efficiency of the approach. Two main direc-
tions followed in the literature are: (i) the direct construction via
analytical shape functions and (ii) a snapshot proper orthogo-
nal decomposition (snapshot POD) of plastic strain fields found
during nonlinear pre-analyses (first done by [59] in the NTFA
context).
• Pre-analyses
All techniques require pre-analyses in order to determine the
operators necessary to perform the nonlinear homogenization
analysis. In particular, linear elastic pre-analyses are required
for NUTFA and MxTFA, while nonlinear pre-analyses are needed
for the pRBMOR.
• Evolution of the reduced degrees of freedom
although all three investigated homogenization strategies might
have large parts in common (for instance the self-equilibrated
stress fields inspired by the TFA/NTFA), the biggest difference
is found in terms of the evolution of the reduced degrees of
freedom.
• Effective stress computation
The effective stress describes the macroscopic material response,
and it can be computed only once the evolution problem is
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solved in terms of internal variables at the microscopic scale.
As stated in the following sections, the reduced internal vari-
ables of the problem are different among the techniques: for the
NUTFA they are the inelastic strain coefficients, for the pRBMOR
they are the inelastic strain and hardening coefficients and for
the MxTFA the stress and plastic multiplier parameters. For this
reason, the effective stress is computed differently in the three
techniques.
4.2 the prbmor
4.2.1 Mode selection
The pRBMOR [28, 29] relies on numerical pre-analyses for the identi-
fication of appropriate basis functions as follows: first, a set of load-
ing paths is decided. Then (nonlinear) FE simulations are conducted
in order to gather reference solutions for pi and α for each recorded
time step for each loading. A Proper Orthogonal Decomposition (POD)
is used to compress this data in terms of spatially heterogeneous
plastic modes µ(k)(x) (k = 1, . . . ,Nµ) and hardening modes α(l)(x)
(l = 1, . . . ,Nα). The number of modes can either be prescribed or a
POD threshold can be defined which determinesNµ andNα implicitly.
The reduced approximations of the internal state variables are:
pi(x, t) = P̂(x)ξ(t) , (91)
α(x, t) = Q̂(x)α(t) , (92)
with ξ ∈ RNµ and α ∈ RNα being the reduced unknowns, P̂(x) is
a matrix collecting the Nµ inelastic modes as columns and Q̂(x) is
a matrix whose columns collect the Nα hardening modes. Typically,
Nµ is on the order of 32 to 64 and Nα ranges from 12 to 32 in most
applications.
The relation between ξ and ε¯ and the local stress and strain field is
found through self-equilibrated fields σ(k)∗ (x) and ε
(k)
∗ (x) and via the
elastic strain localization operator Lε¯(x) defined via the linear elastic
problems:
DTσe = 0, σe = CLε¯ε¯, 〈Lε¯〉 = I, (93)
DTσ(k)∗ = 0, σ
(k)
∗ = C(ε
(k)
∗ − µ(k)), 〈ε(k)∗ 〉 = 0, (94)
where the vectors σ∗ are then collected into the stress localization op-
erator Ŝpi(x) = C(x)Lpi(x). A plastic strain mode and the components
σ¯22 and σ¯33 of the related self-equilibrated stress field are shown in
Figure 4.6. The procedure is similar to the TFA of Dvorak [17] and the
self-equilibrated fields are identical to the NTFA of Michel and Suquet
[48]; a FE implementation is described in [26]. The self-equilibrated
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fields defined via (93), (94) imply that balance of linear momentum is
always exactly satisfied. The only effective reduction is, hence, found
in the inelastic variables: a constitutive approach to model reduction
is pursued. Note also that the NUTFA follows a similar procedure, but
(usually) requires more self-equilibrated fields as more independent
plastic strain modes are used.
4.2.2 Pre-analyses
The pRBMOR requires two sets of pre-analyses: in the first set, sev-
eral inelastic computations of the RVE along different loading paths
are performed in order to collect the snapshot information (see Sec-
tion 4.2.1). This part of the offline phase differs significantly from both
the NUTFA and MxTFA which do not require nonlinear pre-analyses.
In addition to the collection of the snapshot data, the (6+Nµ) linear
problems for the self-equilibrated stress and strain fields (see Eqs. (93)
and (94)) must also be solved once during the offline phase. They are
basically identical to the linear computations of the NUTFA and MxTFA.
Figure 32: pRBMOR- Pre analyses.
4.2.3 Evolution of reduced degrees of freedom
The evolution of the reduced vectors ξ,λ of the pRBMOR is motivated
from a mixed variational formulation that leads to a saddle-point
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(a) (b)
(c)
Figure 33: Inclusion matrix material - (a) RVE, (b) norm of the first plastic
strain mode (c) stress components 22 and 33 of the induced self-
equilibrated stress field for the example of Section 4.6.
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problem (see [28, 31] for details) including the Helmholtz free en-
ergy ψ of the material:
1
∆t
{
∆ξ
∆λ
}
= arg min
∆ξ,∆λ
arg max
τ,R
〈∆ψ〉+
{
∆ξ
∆λ
}
·
{
τ
R
}
−∆t 〈Φ∗(σ, r ′)〉,
(95)
with r ′ = −σ˜y for formal reasons. Here τ and R are the conjugate
driving forces related to the inelastic strain modes and hardening
modes, respectively:
τ = −
∂〈ψ〉
∂ξ
= 〈P̂T σ〉, R = −∂〈ψ〉
∂λ
= −〈Q̂T σ˜y〉. (96)
After some intermediate steps the following time discrete evolution
equations are obtained cf. [31] through projection of the local rate of
the internal variables:
∆ξ
∆t
= D̂
−1〈
S˜pi
∂Φ∗
∂σ
〉
= D̂
−1〈
S˜pi p˙i
〉
= Pξ [p˙i], (97)
∆λl
∆t
= Ĥ
−1〈
Q̂
T ∂σ˜y
∂α
∂r
∂α
∂Φ∗
∂r
〉
= Ĥ
−1〈
Q̂
T ∂σ˜y
∂α
∂r
∂α
α˙
〉
= Pλ [α˙].
(98)
The operators Pξ, Pλ can be interpreted as projection operators. The
symmetric matrices D̂ and Ĥ are defined through:
D̂ = −
〈
Ŝ
T
piC
−1Ŝpi
〉
, Ĥ = −
〈
Q̂
T ∂σ˜y
∂α
Q̂
〉
. (99)
It must be noted that Ĥ depends on the reduced hardening state α.
Hence, the projection operator in (98) is not constant which was also
stated in [31].
4.2.4 Effective stress computation
The pRBMOR computes the effective stress based on the super-position
of the weighted average of the self-equilibrated fields via
σ¯ = 〈C〉ε¯+ 〈Ŝpi〉ξ . (100)
4.3 the nutfa
4.3.1 Mode selection
The NUTFA assumes that the RVE is subdivided into n non-overlapping
subsets Ωj (j = 1, . . . ,n) and relies on a direct construction of the
modes via analytical shape functions. The partitioning is performed
considering the microstructural geometry of the material. For instance,
partitions should account for the position, shape and symmetry of in-
clusions. The subsets can have arbitrary even non-convex shape, and
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this allows, in principle, to partition any microstructure without re-
straints. The domain partitioning is done only once during the offline
(or pre-processing).
The inelastic modes in the NUTFA [61] are scalar, depending on the
spatial variable and relying on a priori constructed shape functions
on individual subsets. The NUTFA defines analytical modes which are
scalar functions on each subset Ωj. The modes do not have to satisfy
any a-priori requirement, they only need to be regular enough and
capable to represent a basis for the inelastic strain field. As a result,
the reduced variables of the problem are vectors:
pij(x, t) =
N
j
pi∑
i=1
µi(x) p˜ij,i(t) . (101)
where µi(x) are scalar inelastic modes represented byNjpi pre-selected
functions of the spatial variable and p˜ij,i(t) are tensors able to describe
the time evolution of the plastic strain and they represent the inter-
nal variables of the evolution problem. Note that different number of
modes Njpi can be used to represent the inelastic strain in each subset.
4.3.2 Pre-analyses
As for the NUTFA, the pre-analyses are linear elastic computations em-
ployed on a full discretization of the microscopic domain in order to
compute the localization tensors Lgε¯(x) and L
g
p˜ij,i
(x) able to recover the
total strain in the typical point of the subset Ωg by the relationship:
εg = Lgε¯ ε¯+
n∑
j=1
N
j
pi∑
i=1
Lg
p˜ij,i
p˜ij,i , (102)
where the localization operators for the subset Ωj are evaluated as
detailed in 3.1.
4.3.3 Evolution of reduced degrees of freedom
The NUTFA solves the evolution problem at each integration point of
the domain, using the approximation of the local strain as driving pa-
rameter, i.e. the procedure is strain-driven. In particular, a backward
Euler time integration scheme is adopted to evaluate the inelastic
strain increment for every point of the domain by means of standard
constitutive models. Then, the unknowns of the problem, i.e. the ten-
sorial internal variables, are obtained by minimizing an error function
in every subset, in order to derive the best approximation of the in-
elastic strain field with respect to the desired representation (i.e. the
chosen analytical modes). In fact, once the updated value of the in-
elastic strain pi = pin +4pi has been determined in all the selected
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Figure 34: NUTFA- Pre analyses.
point of the subset Ωj, the distribution of the inelastic strain is ap-
proximated adopting the representation proposed by equation (101).
In particular, the error function is introduced as:
Γpi =
√√√√√∫
Ωj
pi (x) − Njpi∑
i=1
µi(x)p˜ij,i
T pi (x) − Njpi∑
i=1
µi(x)p˜ij,i
dΩ
(103)
and the minimum problem
min
{
Γpi | p˜i
j,i (i = 1, ...,Njpi)
}
(104)
is solved with respect to the Njpi inelastic contributions p˜ij,i. The de-
scribed procedure is performed for all the subsets introduced in Ω.
4.3.4 Effective stress computation
Also in the NUTFA the effective stress is obtained via constitutive law.
The effective stress in the subset Ωg is given as:
σ¯g = 〈CgLgε¯〉 ε¯+
〈
n∑
j=1
N
j
pi∑
i=1
Cg
(
Lg
p˜ij,i
− δgjµ
i
)
p˜ij,i
〉
, (105)
with δgj = 1 if g = j and δgj = 0 otherwise. As a result, the effective
stress in the RVE is:
σ¯ =
1
Ω
n∑
g=1
Ωg σ¯g . (106)
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4.4 the mxtfa
4.4.1 Mode selection
The MxTFA, based on a mixed variational framework of elasto-plasticity,
defines an approximation of the stress and plastic multiplier over
each subsetΩj. As for the NUTFA, the subsets can have arbitrary shape
and the partitioning is performed during the offline phase. The inelas-
tic strain approximation is then derived from the stress and plastic
multiplier approximations through the flow rule: differently from the
NUTFA and pRBMOR, the inelastic modes are not directly defined for
the inelastic strain, but they depend on the assumed approximation
for the stress and plastic multiplier. In addition, over each subset Ωj,
the stress approximation is described by Njp self-equilibrated modes,
that need to satisfy the requirement of zero divergence over the sub-
set Ωj.
The modified plastic multiplier (related to the hardening variable)
is approximated in each subset Ωj independently from the represen-
tation of the stress field as: where ρj(x) is a set ofNjρ modes chosen to
approximate the modified plastic multiplier γ˙ in Ωj and ˙̂γ
j
is the vec-
tor containing the corresponding coefficients. In principle, different
number of modes Njρ can be used to represent the inelastic multi-
plier in each subset, but a simple and common choice is to consider a
piecewise uniform distribution for γ˙j, i.e. it is set ρj = 1 in all subsets.
The internal variables, i.e. the unknown of the problem, are the
reduced stresses σ̂j and the reduced plastic multipliers γ̂j.
4.4.1.1 Pre-analyses
In the MxTFA, the pre-analyses are the same linear elastic computa-
tions described in Section 3.1 of Chapter 3, aimed to compute the lo-
calization matrices Ljε¯ and L
j
pii
. In addition, in order to ensure consis-
tency between the representations of stress, total and inelastic strain,
an approximation of the perturbation strain is introduced as shown
in (39), and the corresponding coefficients determined from the pro-
jection of the perturbation strain onto the basis defined by Π. This
implies that only the coefficients of the approximation of the pertur-
bation strain ε̂ need to be stored for every subset in order to solve the
nonlinear homogenization analysis, and therefore there is no need
to store the localization tensors for every integration point of the do-
main: in particular, for every subset, matrices of size (Njl × 6) and
(n×Njl×Nip) are stored, where Njl is the number of strain modes for
Ωj (see Eq. 39).
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4.4.1.2 Evolution of reduced degree of freedom
Differently from the NUTFA, the evolution problem is not solved in
any point of the domain. In fact, the independent variables of the
problem (i.e. the stress and plastic multiplier parameters σ̂ and ∆γ
respectively) are obtained by enforcing the weak fulfillment of the
compatibility equation and of the evolution of the plastic multiplier
for every subset. The evolution of the reduced variables is solved em-
ploying a backward Euler time integration scheme with a return map-
ping technique. For each subset Ωj, an elastic trial state is predicted,
then the admissibility of the trial states is checked for the subset: if
the trial state is admissible for all the subsets then the step is elastic,
otherwise a nonlinear system deriving from the weak forms of the
governing equations has to be solved for all the subsets simultane-
ously. At the time step ∆t the nonlinear system to be solved for each
subset Ωj takes the following form: The inelastic strain field is then
recovered from Eq.(45).
4.4.2 Effective stress computation
Since based on a mixed variational framework, the MxTFA computes
the effective stress directly from the stress parameters that are recov-
ered from the solution of the evolution problem in a more straightfor-
ward way, according to Eq. (56).
4.5 comparison : inelastic modes of prbmor , nutfa and
mxtfa
Some key differences can be highlighted regarding the definition of
the inelastic modes for the three investigated techniques:
• Partitioning of the RVE
Both the NUTFA and the MxTFA make use of piecewise defined
modes on the subsets Ωj while the pRBMOR does not assume
any partitioning.
• Origin of the inelastic strain modes
The NUTFA and the MxTFA are based on analytically defined
mode sets. Thereby a general function space similar to the one
of classical FE shape functions is spanned. In contrast to clas-
sical FE functions the domains are however arbitrarily shaped.
Additionally, the inelastic strain fields are not assumed to be
continuous between adjacent subsets. A priori, no accuracy pre-
diction can be made for the NUTFA and the MxTFA.
In the pRBMOR the modes are linear combinations of actual so-
lutions of the nonlinear problem. Hence, the modes share the
same smoothness properties, i.e. the inelastic strain modes are
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rather smooth functions over the full RVE and they are periodic
with respect to the RVE. For sufficiently high number of modes
(or sufficiently low POD threshold, respectively) the modes can
accurately reproduce the training data from the pre-analyses.
Thereby, some idea of the accuracy of the method is available
without further investigations.
• Computational effort
The analytically defined shape functions of the NUTFA and MxTFA
have the appealing feature of not being associated with any
computations. Contrary to that, the pRBMOR requires the solu-
tion of a set of nonlinear pre-analyses. This can be a time con-
suming undertaking, especially for complex three-dimensional
problems with fine discretization. However, the low number of
linear pre-analyses of the pRBMOR in comparison to the NUTFA
and MxTFA compensates (in parts) for the computational cost of
the nonlinear computations.
• Number of shape functions/number of reduced DOF!
In the pRBMOR, the number of shape functions (and hence of
history variables) depends on the total number of modes:
N¯pRBMOR = Nµ +Nα.
Usually Nµ > Nα holds which is easily justified as pi is a ten-
sor field and α is a scalar in the considered setting: the ten-
sor field lives on a higher-dimensional manifold and, hence,
a higher dimensional reduced basis is straight-forward. Based
on previous experience for a variety of different microstruc-
tures N¯ . 60 . . . 160 . In both, the MxTFA and the NUTFA the to-
tal number of reduced DOF!s depends on the number of sub-
sets and on the number of shape functions adopted. On one
side in the NUTFA, since the inelastic modes are scalar, it re-
sults that: N¯NUTFA =
∑n
i=1(N
j
pi × 6)+ Nh, where Nh is the to-
tal number of hardening variables summed over all integration
points of the RVE. On the other side in the MxTFA, being Njp
the number of self-equilibrated stress modes and Njρ the num-
ber of modes for the plastic multiplier for the subset Ωj, then:
N¯MxTFA =
∑n
i=1(N
j
p +N
j
ρ), with N
j
p > N
j
ρ.
The computational cost of the offline/online phases depends on the
number of the reduced coefficients and it results different for the
three techniques due to the following aspects.
• Offline phase
– pRBMOR: the offline phase divides into two stages. In the
first stage the computational cost is due to the non-linear
analyses. For each analysis the micromechanical inelastic
fields are stored for every time step in order to perform
the snapshot POD to determine the spatial distribution of
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the inelastic modes. The second stage is characterized by
linear pre-analyses depending on the number of inelastic
modes. The spatial distribution of the inelastic modes as
well as the localization tensors of every point of the RVE
need to be stored at the end of the offline phase.
– NUTFA: only linear elastic pre-analyses are performed, whose
number is related to the number of the selected inelastic
modes. Furthermore, the storage of the localization tensors
for every point of the domain is required.
– MxTFA: only linear elastic pre-analyses are performed, whose
number is related to the number of the selected stress modes.
Unlike the other two techniques, only the strain coefficients
for every subset (see Eq.39)are stored.
• Online phase
– pRBMOR: the resolution of the nonlinear evolution problem
is performed at RVE level in order to obtain the reduced
coefficients.
– NUTFA: the evolution problem is solved locally at each Gauss
point of each subset.
– MxTFA: the evolution equations are solved globally at the
subset level.
A schematic comparison of the three proposed techniques is reported
in Table 14, while Table 15 focuses on the main pros and cons of the
three techniques in the offline and online phase.
4.6 numerical applications
This Section is devoted to the assessment of the efficiency of the
pRBMOR, NUTFA and MxTFA in determining the effective response of
periodic composites subjected to periodic boundary conditions. A 3D
geometry consisting of an elastic inclusion embedded into a viscoplas-
tic matrix is considered. The UC represents a metal-ceramic compos-
ite, a class of materials that are used in different applications such as
cutting tools (due to the hard inclusions), or self-lubricated bearings.
The UC is subjected to different load cases. The first two load cases
were presented in a previous study [30], involving normal loading his-
tories: here the effective response of the material obtained from the
three methods is compared with the one obtained from a nonlinear
FE analysis. The remaining two load cases are characterized by com-
bined normal and shear loading: here only the MxTFA and pRBMOR
procedures are compared.
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Table 14: Schematic comparison of the three methods.
pRBMOR NUTFA MxTFA
(Section 4.2) (Section 4.3) (Section 4.4)
reduced DOF! ξ, λ p˜ij,i σ̂, γ̂
# of reduced DOF! Nµ +Nα 6
n∑
j=1
Njpi +Nh
n∑
j=1
Njp +
n∑
j=1
Njρ
pre-analyses nonlinear linear linear
& linear
modes pre-computed analytical analytical
evolution of mixed variational L2 minimization mixed variational
reduced DOF! formulation formulation
effective stress via constitutive via constitutive via reduced
law see (100) law see (105)-(106) DOF!s see (56)
local constitutive no yes no
model solved?
effective tangent yes not yet yes
stiffness operator? (inexpensive) (inexpensive)
extension to
non Generalized no yes no
Standard Materials (GSM) (Φ∗ needed) (Φ∗ needed)
Table 15: Pros and Cons in the offline and online phase.
technique offline phase online phase
small N¯ reduced computational effort PROs
for the evolution phase
pRBMOR non linear pre-analyses: local nonlinear CONs
(Section 4.2) # and type is user defined computations
affect the mode accuracy (see Eq. 98)
store Lε¯(x), Lpi(x),µ(x) and α(x)
linear pre-analyses easy to be extended PROs
to non GSM
NUTFA large # of pre-analyses larger N¯ CONs
(Section 4.3) store Lgε¯(x) and L
g
p˜ij,i
(x) evolution problem
solved locally
linear pre-analyses reduced computation effort PROs
for the evolution phase
store ε̂j fast stresses computation
MxTFA
(Section 4.4) large # of pre-analyses larger N¯ CONs
large system
of equations (??)
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Table 16: Material properties of the constituents.
E ν σy H σD  ε˙0
[GPa] - [MPa] [MPa] [MPa] - [s-1]
Inclusion (elastic) 400 0.2 - - - - -
Matrix (viscoplastic) 75 0.3 90 500 10 20 0.02
4.6.1 Ceramic inclusion in viscoplastic matrix
The UC consists in a spherical ceramic inclusion embedded in a vis-
coplastic matrix, with volume fraction equal to 17.3%. The material
properties are collected in Table 16 while Figure 33a and 35a show the
problem geometry and the FE discretization respectively. In particu-
lar, the UC has been discretized employing 6096 ten-node quadratic
tetrahedral elements with four integration points and 9057 nodes. In
particular, 1216 elements are used in order to discretize the inclusion
and 4880 for the matrix. The number of internal variables for the finite
element analysis is 31360.
(a) (b) (c)
Figure 35: Unit cell made of elastic inclusion and plastic matrix (one eighth):
(a) FE discretization; (b) NUTFA subset partitioning; (c) MxTFA sub-
set partitioning.
microstructural constitutive model A viscoplasticity frame-
work combined with linear hardening is considered. Therefore f =
f(σ, r), Φ∗ = Φ∗(σ, r) and the evolution laws for the plastic strain pi
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and for the hardening variable α are given by the generalized gradi-
ents of the potential Φ∗(σ, r).
p˙i =
∂Φ∗(σ, r)
∂σ
, α˙ = −
∂Φ∗(σ, r)
∂r
. (107)
In this work we consider the following dissipation potential:
Φ∗(σ, r) =

√
2
3
ε˙0σD
+1
(
f(σ,r)
σD
)∗+1
f(σ, r) > 0
0 f(σ, r) 6 0
(108)
with ε˙0 being a reference strain rate, ∗ = 1/ a dimensionless rate
sensitivity parameter and σD a (constant) drag stress. Then (107) and
(108) lead to:
α˙ =
√
2
3
ε˙0
(
f(σ, r)
σD
)∗
(109)
p˙i =
√
2
3
ε˙0
(
f(σ, r)
σD
)∗
∂f(σ, r)
∂σ
= α˙Nσ. (110)
prbmor For the pRBMOR a total of ten different loadings was con-
sidered in the nonlinear pre-analyses stage. The loading cases com-
prise purely volumetric loading, six different deviatoric loadings and
uniaxial extension in the three coordinate directions [see 30, for de-
tails]. The snapshot POD was used to extract a total of 32 plastic
modes and 16 hardening modes (and subsets thereof). During the
pre-analyses the plastic strain field and the field information of the
hardening variable α(x) must be stored. The outputs of the POD and
of the subsequent linear pre-analyses stage comprise the plastic strain
modes, the self-equilibrated stress fields and the hardening modes.
Each of these is technically realized through an integration point-wise
defined matrix. Additional (but not required) outputs are the related
(total) strain fields. Further, the effective elastic stiffness matrix and
the matrix D̂ (99) are pre-computed.
In total the reduced model for the considered example has N¯ =
32+ 16 = 48 internal variables, i.e. the full field information can be re-
covered from these 48 scalars in an inexpensive post-processing step.
nutfa For the NUTFA procedure the plastic matrix is divided into
40 subsets. Figure 35b illustrates one eighth of the unit cell with the
subdivision in subsets. Two different combinations of approximation
functions, denoted in the following as NUTFA 4 and NUTFA 4-10-20,
are used in the computations. NUTFA 4 considers four linear modes for
the inelastic modes in each subset, while NUTFA 4-10-20 approximates
the inelastic strain using:
• in the 8 subsets surrounding the elastic inclusion, cubic inelastic
modes are introduced;
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• in the 24 subsets along the sides of the UC quadratic modes are
used;
• in the remaining 8 subsets along the edges of the UC linear func-
tions are adopted.
The inelastic modes are linearly independent but neither orthogo-
nal nor normalized. The number of variables that are stored in the
analysis is 960 for NUTFA 4 and 2592 for NUTFA 4-10-20 plus 4× 6096
internal variables, in both cases.
The linear elastic analyses required to evaluate the the localization op-
erators are performed using the same finite element mesh described
previously. In particular, the total number of pre-analyses is equal to
984 and 1622 for NUTFA 4 and NUTFA 4-10-20 respectively, and for
both combinations, the localization operators Lgε¯(x) and L
g
p˜ij,i
(x) are
stored for the 4× 6096 integration points of the UC.
mxtfa For the MxTFA homogenization analysis the UC is subdi-
vided into 65 subsets, 1 for the inclusion and 64 for the matrix: the
subset partitioning for one eighth of the UC is shown in Figure 35c.
As for the stress distribution over the subsets, two different combina-
tions are used. For the first combination, denoted as MxTFA 21, linear
modes for all the subsets are employed, while cubic modes for the
matrix and linear modes for the inclusion are used in the second com-
bination termed MxTFA 21-117. According to these two combinations,
the MxTFA model is described by N¯ = 1344 and N¯ = 7552 internal
variables respectively.
For both combinations, the approximation matrix Πj describing
the distribution of the approximated perturbation strain εˇj is cho-
sen equal to Pj. Also in this case, the linear elastic analyses are per-
formed using the same finite element mesh described previously. For
the first combination (MxTFA 21), Nρ = 1 and Np = 21, Nl = 21
for all the 65 subsets, resulting in (6+Np)× n = 1371 analyses. For
the second combination (MxTFA 21-117), being Np = 21 for the in-
clusion, Np = 117 for all the other subsets and Nρ = 1, the total
number of analyses is 7515. At the end of the pre-analyses Nl× 6 and
a 65×Nl ×Np coefficients matrices for every subset are stored for
the MxTFA analysis.
4.6.1.1 Load case 1
A complex loading/unloading strain history is prescribed to the UC,
as described in Table 17.
Figure 36 shows the comparisons for the macroscopic stress compo-
nents for the NUTFA, MxTFA and pRBMOR. A good agreement between
the reduced models predictions and the FE reference solution can be
observed. In particular, the left side shows the effective stress com-
ponent, while on the right its corresponding deviatoric counterpart
70 comparison between ntfa-based model order reduction techniques
Table 17: Load case 1 (LC-1) (data cf. [30], LC-2 for the 3D UC).
Time [s] ε¯11 ε¯22 ε¯33 2ε¯12 2ε¯23 2ε¯13
0 0 0 0 0 0 0
1 0.02 0 0 0 0 0
2 0.02 0.01 0.01 0 0 0
3 0.01 0.01 0.01 0 0 0
4 0.00 0 0 0 0 0
5 -0.01 0 0 0 0 0
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Figure 36: Load case 1: Comparison of the results between the FE and
the model order reduction methods (pRBMOR, NUTFA and MxTFA)
in terms of effective response (left) and corresponding deviator
(right) .
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Table 18: Load case 2 (LC-2) (data cf. [30], LC-3 for the 3D UC).
Time [s] ε¯11 ε¯22 ε¯33 2ε¯12 2ε¯23 2ε¯31
0 0 0 0 0 0 0
1 0.02 0 0 0 0 0
2 0.02 -0.01 0.01 0 0 0
3 0.01 -0.01 0.01 0 0 0
4 0.00 0 0 0 0 0
5 -0.01 0 0 0 0 0
is reported. As expected, increasing the number of modes allows for
better results, especially in terms of deviatoric stress. Nevertheless, as
far as the effective stress prediction is concerned, NUTFA 4 and MxTFA
21 are already able to accurately reproduce the macroscopic response
of the UC.
4.6.1.2 Load case 2
Also for this second load case, a 5-step complex loading/unloading
strain history is prescribed to the UC (see Table 18).
The effective stress components as well as their deviatoric parts are
collected in Figure 37. Also in this case, the three techniques prove
to be very efficient in the resolution of the micromechanical problem.
The better performance of the enriched-basis combination, especially
in the deviatoric components, is also confirmed.
4.6.1.3 Load case 3
In the third load case, the UC is subjected to a loading/unloading
involving both normal and shear strains as detailed in Table 19. For
this load case, the attention is focused on the pRBMOR and the MxTFA
only (for the latter, only the first combination MxTFA 21 is employed).
Figure 38 shows the comparison of the results between the FE anal-
ysis and the reduced model analyses. In particular, only one normal
component is shown thanks to symmetry and its deviatoric counter
part is not reported as it is zero for this load case. Both models are
able to reproduce the overall response of the UC for both the normal
and the shear stress components.
The local distribution of selected stress and inelastic strain compo-
nents is shown for t = 2s in Figs. 39-42, where the local distribution
provided by pRBMOR and MxTFA are compared with the FEA ref-
erence solution. Unlike the prediction of the effective stress, where
all the techniques proved to be equally efficient, it can be observed
that for this specific for UC geometry, material properties and Load
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Figure 37: Load case 2: Comparison of the results between the FE and the
model order reduction methods (pRBMOR, NUTFA and MxTFA) in
terms of effective response (left) and corresponding deviatoric
components (right) .
Table 19: Load case 3 (LC-3).
Time [s] ε¯11 ε¯22 ε¯33 2ε¯12 2ε¯23 2ε¯13
0 0 0 0 0 0 0
1 0 0 0
√
2 · 0.01 0 0
2 0.01 0.01 0.01
√
2 · 0.01 0 0
3 0.01 0.01 0.01 0 0 0
4 0 0 0 0 0 0
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Figure 38: Load case 3 - Comparison of the results between the FE and the
model order reduction methods (pRBMOR and MxTFA) in terms of
effective response.
(a) (b) (c)
Figure 39: Load case 3 - Local distribution of stress component σ11 [MPa]
at t = 2s: (a) FEA, (b) MxTFA and (c) pRBMOR.
Case, the pRBMOR is able to better capture the distribution of the
micromechanical fields.
4.6.1.4 Load case 4
Also in this load case, the effective response of the UC under a loading
history involving both normals and shear strains for the pRBMOR and
the MxTFA (MxTFA 21 only) is investigated. The load case is detailed in
Table 20. The comparison of the results between the FE solution and
the reduced models solution in terms of normal and shear stress com-
ponents is shown in Figures 43 and 44 respectively. The results show
a good agreement between the predictions. It could be noted that, the
MxTFA 21 is not perfectly able to capture the behavior of the deviatoric
stress components, but results in the previous load cases show that
this could be overcome by enriching the basis. It could be empha-
sized that, in the framework of multiscale analysis, two key points
become important: the average stress should be accurately evaluated
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(a) (b) (c)
Figure 40: Load case 3 - Local distribution of stress component σ12 [MPa]
at t = 2s: (a) FEA, (b) MxTFA and (c) pRBMOR
(a) (b) (c)
Figure 41: Load case 3 - Local distribution of inelastic strain component pi11
at t = 2s: (a) FEA, (b) MxTFA and (c) pRBMOR
(less important is the accuracy of the deviatoric part), the computa-
tional effort should be as reduced as possible.
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(a) (b) (c)
Figure 42: Load case 3 - Local distribution of inelastic strain component pi12
at t = 2s: (a) FEA, (b) MxTFA and (c) pRBMOR
Table 20: Load case 4 (LC-4).
Time [s] ε¯11 ε¯22 ε¯33 2ε¯12 2ε¯23 2ε¯13
0 0 0 0 0 0 0
1 0 0 0
√
2 · 0.01 0 −√2 · 0.01
2 0.01 0.01 0.
√
2 · 0.01 0 −√2 · 0.01
3 0.01 0.01 0 0 0 0
4 0.0 0 0 0 0 0
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Figure 43: Load case 4: Comparison of the normal components between the
FE and the model order reduction methods (pRBMOR and MxTFA)
in terms of effective response (left) and corresponding deviatoric
part (right).
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Figure 44: Load case 4: Comparison of the shear components between the
FE and the model order reduction methods (pRBMOR and MxTFA).
5
M U LT I S C A L E A N A LY S I S V I A M X T FA
In this Chapter, the problem addressed in Chapter 2 is solved employing a
new multiscale method. The presented technique involves the MxTFA detailed
in Chapter 3 at the microscale, in order to derive the global response by
taking into account for the nonlinearities occurring at its microscale due to a
heterogeneous microsctructure. Some numerical examples show the accuracy
and efficiency of the technique.
5.1 microscale : mxtfa
As detailed in Chapter 2, the constitutive equations are written only
at the microscopic scale, and the relation between the effective stress
σ¯ and effective strain ε¯ is derived via MxTFA presented in Chapter 3.
5.1.1 Algorithmic tangent stiffness
Once the effective stress σ¯ is derived for the generic RVE employing
Eq. (56), the algorithmic tangent stiffness C¯ providing the lineariza-
tion of the relationship between the effective stress σ¯ and the effective
strain ε¯ is derived as:
C¯ =
∂σ¯
∂ε¯
. (111)
The evaluation of C¯ is required in order to evaluate the stiffness
matrix of the structure at the macroscale. The MxTFA can provide its
evaluation at no additional computational cost. From (56) and (111) it
results:
C¯ =
1
Ω
n∑
j=1
P¯j
∂σ̂
j
∂ε¯
. (112)
The only term that needs to be calculated is ∂σ̂
j
∂ε¯ , that is derived
considering a perturbation of the macroscopic strain ε¯ in the nonlin-
ear system (48)-(49):
dRj(Ui, ε¯) = dRj(σ̂i,∆γ̂i, ε¯) (113)
=
(
∂Rj
∂σ̂
i
∂σ̂
i
∂ε¯
+
∂Rj
∂∆γ̂i
∂∆γ̂i
∂ε¯
+
∂Rj
∂ε¯
)
dε¯ = 0 ,
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Then, the partial derivative of the stress parameters σ̂i can be ob-
tained from:
 ∂σ̂
i
∂ε¯
∂∆γ̂j
∂ε¯
 = −

∂Rjσ
∂σ̂
i
∂Rjσ
∂4γ̂i
∂R
j
γ
∂σ̂
i
∂R
j
γ
∂4γ̂i

−1 [
∂Riσ
∂ε¯
∂Riγ
∂ε¯
]
. (114)
In (114), the two derivatives of the residuals with respect to ε¯ are:
∂Riσ
∂ε¯
= −
[
(P¯j)T + Jj
]
δij , (115)
∂Riγ
∂ε¯
= 0 . (116)
The matrices in (115) are constant matrices defined in (44).
5.2 multiscale procedure
The implementation of the method involves two main steps:
• Step 1: linear elastic micromechanical finite elements analysis -
Offline phase
The offline phase involves the modelling of the RVE microstruc-
ture (i.e. subset identification and micromechanical finite ele-
ment discretization) in order to perform the pre-analyses. The
pre-analyses are linear elastic finite element analyses aimed at
obtaining the localization operators Ljε¯ and L
j
pii
for the generic
subset Ωj. Thanks to the perturbation strain approximation in-
troduced in (39), only the strain coefficients collected in the vec-
tor ε̂j need to be stored for all the subsets. This stage also in-
volves the evaluation of all the constant matrices for each subset
defined in (44) and (50).
• Step 2: Implementation of the MxTFA in a finite element code -
Online phase
The online phase consists in the modeling of the structural prob-
lem. The structure is discretized into Ne finite elements and ap-
propriate loading and boundary conditions are applied. Then
structural problem is solved incrementally employing nonlinear
finite elements (arbitrary finite element codes can be employed),
where the significant variables are known at time tn, and the
unknowns at time t are determined by equilibrium recalling
the constitutive relations.
Equilibrium of the structure at time t implies:
K∆u¯ = F , (117)
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where:
K =
Ne∑
e=1
∫
Ωe
BT C¯BdΩ (118)
is the global stiffness matrix of the structure, B is the strain-
displacement matrix and:
F = −
Ne∑
e=1
∫
Ωe
BT σ¯dΩ (119)
is the vector of the nodal forces. The only difference relies in
the call to the constitutive model in order to determine σ¯ and
C¯ for every point x¯. In fact, the MxTFA model is called instead
of calling the standard consitutive model for each (macroscopic)
integration point at each (macroscopic) iteration. At the end of
each load step, the history parameters βj and the hardening
variable αj (see Eqs. (47) and (46)) are stored for every subset,
for each macroscopic integration point x¯.
A schematic view of the Online phase is given in Fig.45.
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Figure 45: Multiscale Procedure: Graphical representation of the Online
phase.
5.3 numerical results
This section is devoted to the assessment of the efficiency of the pro-
cedure in multiscale computations. The presented technique is imple-
mented into FEAP. Two different periodic composites are considered,
with different types of nonlinear materials. Because of the periodicity,
the UC can be analyzed instead of the RVE, applying periodic bound-
ary conditions. For both the UCs representing the two microstructures
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Figure 46: Microstructure A - Geometry and subset partitioning.
Constituent E [GPa] n σy [MPa] H [GPa] µ [s] 
Inclusion 400 0.20 - - -
Matrix 70 0.30 480 2.085 500 0.1
Table 21: Microstructure A - Material properties for the constituents.
a linear stress approximation and a uniform plastic multiplier approx-
imation is assumed for all the subsets. First, the response of the UCs
evaluated via MxTFA for different loading histories is compared with
the results obtained via micromechanical FEA. The same FE meshes
adopted for the pre-analyses are used for the finite element microme-
chanical analyses. Then, two scale computations are performed for
two different structural problems. At both scales, 2D four-node finite
elements are employed.
5.3.1 UC analysis
Microstructure A is the same UC analyzed in [13], considering the
viscoplastic model introduced by Perzyna [54] for the matrix and a
rate sensitivity coefficient  = 0.1, combined with a linear isotropic
hardening (hardening modulus H = 2.085 GPa). This UC has been
discretized into 24+1 subsets, resulting in (7+ 1)× 24 = 192 internal
variables. Fig. 46 and Table 21 illustrate the UC geometry and material
properties.
Microstructure B derives from an hexagonal array distribution of
elastic fibers in a plastic matrix with a volume fraction equal to 0.25,
as shown in Fig. 47. The composite considered in this investigation is
composed of coated silicon-carbide fibers (SCS-6 fibers produced by
Textron) in a Ti-6A1-4V matrix. The material properties are the same
of [51], summarized in Table 22. The UC was discretized into 18+1
subsets as shown in Fig. 47, resulting in (7+ 1) ∗ 18 = 144 internal
variables.
For Microstructure A plane strain is assumed, while Microstruc-
tures B is analyzed in a plane stress framework.
First a monotonic loading along x2− direction is applied to the mi-
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Figure 47: Microstructure B - Geometry and subset partitioning.
Constituent E [GPa] n σy [MPa] H [GPa]
Inclusion 414 0.30 - -
Matrix 113.7 0.30 900 4.6
Table 22: Microstructure B - Material properties for the constituents.
crostructures, and the results obtained with the MxTFA are compared
with a nonlinear finite element analysis, as shown in Fig. 48. For this
simple load case, a stress prediction given by the equivalent algorith-
mic tangent stiffness C¯, evaluated from the MxTFA is also reported,
where the effective stress σ¯(t) is predicted from the effective stress
σ¯(tn) as:
σ¯(t) = σ¯(tn) + C¯(t)∆ε¯ . (120)
Numerical results show that the MxTFA is able to provide a good
resolution of the UC micromechanical problem. In fact, introducing
the relative error with respect to the FEA solution as error = (σ¯FEAij −
σ¯MxTFAij )/σ¯
FEA
ij , the maximum error evaluated at the end of the mono-
tonic loading history for the effective stress component σ¯11 results to
be equal to 4.34% and 0.01% for Microstructure A and B, respectively.
Analogously, the maximum relative error for the component σ¯22 is
equal to 1.12% and 4.32% for the two microstructures. As for the tan-
gent prediction, good agreement is also obtained setting ∆ε¯ = 0.002
in both the UC analyses. In particular, Figs. 48a and 48b show a stiffer
response evaluated via stress prediction due to the rate dependent
behavior of the matrix in Microstructure A, with a relative error com-
pared to the MxTFA solution on the final effective stress equal to
3.15% and 3.34% for the two stress components σ¯11 and σ¯22. Figs.
48c and 48c show how the rate independent behavior of the matrix in
Microstructure B determines a perfect agreement between the predic-
tion and the MxTFA solution. Further computations demonstrate that
in the limit as ∆ε¯ → 0 the effective stress evaluated by Eq. ?? tends
to the MxTFA solution, confirming the accuracy of the algorithmic
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Figure 48: Stress prediction - (a) Microstructure A: σ¯11 [GPa], (b) Mi-
crostructure A: σ¯22 [GPa], (c) Microstructure B: σ¯11 [GPa], (d)
Microstructure B: σ¯22 [GPa].
tangent stiffness. Then, a more complex loading history, character-
ized by combined normal and shear strain (shown in Table 23), is
applied to the microstructures. The results of the UC homogeniza-
tion analyses are reported in Fig. 49. In particular, the values of the
effective stress components σ¯11, σ¯22 and σ¯12 are plotted versus time
during the whole loading history for the two considered microstruc-
tures. Also in this case, good agreement can be observed between the
MxTFA and FE solutions.
Table 23: Load case for Microstructure A and B.
Time [s] ε¯11 ε¯22 ε¯12
0 0 0 0
1 0 0
√
2 · 0.01
2 0.01 -0.01
√
2 · 0.01
3 0.01 -0.01 0
4 0 0 0
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Figure 49: UC analysis - Mechanical response under loading/unloading of
Table 23: (a) Microstructure A, (b) Microstructure B.
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5.3.2 Multiscale analysis
The two microstructures analyzed in 5.3.1 are associated to two dif-
ferent structural problems, in order to assess the proposed multiscale
procedure. In particular, Microstructure A is associated to the first
structure, while Microstructure B is associated to the second prob-
lem.
5.3.2.1 Square tube
The square tube shown in Fig. 50 is considered. The tube is subjected
to a distributed uniform load q and −q on the top and bottom edges,
respectively, acting along the vertical direction. Because of double
symmetry of the problem, only the quarter of the cross section shown
in Fig. 51a is analyzed under plane strain condition, setting a = 10
mm.
The multiscale analysis of the tube is performed discretizing the
cross section into 75 finite elements, as shown in Fig. 51b. A load
q = 0.64 kN/mm is first applied and then removed at a constant
strain rate, in a time t = 2 s. The results obtained with the multiscale
analysis (MS) are compared with a Nonlinear Finite Element struc-
tural Analysis (NFEA), where all the heterogeneities are discretized.
Since the multiscale analysis implicitly assume a very small fiber di-
ameter D with respect to the structural size (scale separation), herein
two values of D are considered keeping the same volume fraction, in
order to investigate to which extent the results obtained with a full
structural NFEA could be compared with a MS analysis. In particu-
lar, inclusions of diameter size D = 0.56 mm and D = 1.12 mm are
considered.
Table 24 shows the number of elements and of DOFs for the two dif-
ferent micromechanical discretizations as well as the ratio ξ between
the fiber diameter D of the Nonlinear Finite Element structural Anal-
ysis (NFEA) discretizations and the finite element size in the MS. For
lower fiber diameterD the ratio ξ tends to zero, as implicitly assumed
in a multiscale procedure. For the two values of the diameter D of the
inclusion, different number of elements is used in Nonlinear Finite El-
ement structural Analysis (NFEA), as smaller elements are required in
the discretization of the heterogeneous solid when D reduces.
Figure 52 shows the response of the cross-section of the tube in
terms of the vertical displacement u¯2 of point P in Fig. 51a versus
the load q. A good agreement between the results obtained by the
different analyses is observed and, as expected, the Nonlinear Finite
Element structural Analysis (NFEA) curves converge towards the MS
solution, that is characterized by a significantly reduced number of
variables and, then, of the computational cost in terms of time and
memory. The influence of the rate dependency in the viscoplastic ma-
trix is highlighted in Figure 53, where the same final load q = 0.64
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Table 24: Properties of the micromechanical finite element discretization
(Nonlinear Finite Element structural Analysis (NFEA)).
Fiber diameter D [mm] No. of internal variables No. of element ξ
0.56 2457600 364800 0.28
1.12 614400 91200 0.56
Figure 50: Square tube.
kN/mm is monotonically applied at different rates q˙1 = 1.28 and
q˙2 = 0.64 kN/mm s (corresponding to a loading time equal to 0.5
s and 1 s, respectively), determining a different response in the ma-
terial. In particular, a stiffer response is obtained for higher loading
rates; in fact, the final value of u¯2 recovered by the MS solution is
equal to 1.8263 mm and 2.0652 mm for q˙1 and q˙2, respectively. This
difference is further highlighted in materials with lower rate sensitiv-
ity coefficient . The results show that the multiscale analysis is able
to give a good resolution of the problem for fiber diameter D of the
same magnitude of the volume around the integration point of the
macroscopic discretization; in other words, the MS results and the
Nonlinear Finite Element structural Analysis (NFEA) with D = 0.56
mm are absolutely comparable.
(a) (b)
Figure 51: Square tube - (a) Problem geometry, (b) MS structural discretiza-
tion.
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Figure 52: Square tube - Load/displacement curve.
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Figure 53: Square tube - Rate dependency: comparison between loading at
different rates q˙1 = 1.28 and q˙2 = 0.64 [kN/mm s].
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(a) (b) (c)
Figure 54: Square tube - Equivalent Stress [GPa]: (a) Load Step A (q = 0.32
kN/mm loading phase), (b) Load Step B (q = 0.64 kN/mm), (c)
Load Step C (q = 0.32 kN/mm unloading phase).
(a) (b) (c)
Figure 55: Square tube - Equivalent plastic strain : (a) Load Step A (q = 0.32
kN/mm loading phase), (b) Load Step B (q = 0.64 kN/mm), (c)
Load Step C (q = 0.32 kN/mm unloading phase).
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Figs. 54 and 55 show the local distribution of the (macro) equivalent
stress σ¯eq and inelastic strain p¯ieq at three different load steps, where
p¯ieq is defined as:
p¯ieq =
√
2
3
p¯i ′Mp¯i . (121)
The first load step considered (Load Step A) corresponds to half
of the final load (q = 0.32 kN/mm) in the loading phase, the second
load step (Load Step B) corresponds to the end of the loading phase
(q = 0.64 kN/mm) and the last load step (Load Step C) to half of the
final load (q = 0.32 kN/mm) in the unloading phase. From Fig. 54a
(Load Step A) a stress concentration in correspondence of the inter-
nal corner of the cross section can be detected, and yielding initiates
in correspondence of this region, as confirmed by Fig. 55a. Figs. 54b
and 55b show a further development of plastic regions in correspon-
dence of the internal corners of the cross section at Load Step B, as
a consequence of a load increase from q = 0.32 to q = 0.64 kN/mm.
Load Step C belongs to the unloading phase; as expected, while the
equivalent stress state is decreasing with respect to Load Step B (Fig.
54c), there is still the presence of inelastic (residual) deformations, as
shown in Fig. 55c.
5.3.2.2 Perforated plate
A rectangular plate with a circular hole in the center, as shown in
Fig. 56a, is considered. Only a quarter of the plate is analyzed under
the plane stress condition, setting a = 6 mm. The quarter of plate
is subjected to a prescribed vertical displacement u¯∗ applied at the
top edge. The plate is discretized into 192 finite elements (see Fig.
56b) and the total stretch u¯∗ is incrementally applied, up to a value
u¯∗ = 0.2 mm.
Thanks to the multiscale approach adopted, various level of analy-
sis are accessible. The effective force-displacement curve showing the
edge reaction R obtained via multiscale analysis is reported in Fig. 57,
where the nonlinearity of the material at the macroscale can be clearly
observed. At the microscale, the response of the UCs associated to
the integration points of Elements 1 and 121 highlighted in Fig. 56b,
(where higher stress and inelastic strain concentrations are expected)
is reported in Figs. 58 and 59, respectively, in terms of effective stress
components versus time of the analysis. The stress field of each inte-
gration point recorded during the analysis corresponds to the effec-
tive stress σ¯ of the associated UC under the applied strain field ε¯. Two
significant load steps are investigated: Load Step A (u¯∗ = 0.1 mm), at
the onset of plasticity on the force-displacement curve in Fig. 57 and
Load Step B (u¯∗ = 0.2 mm) at the end of the analysis. The average
5.3 numerical results 89
edge load Q, corresponding to the plate reaction R, is evaluated at
Load Step A and B as:
Q =
R
2a× s , (122)
being s = 1 mm the plate unit thickness. As a result QA = Q(A) =
0.4091 and QB = Q(B) = 0.5316 kN/mm respectively. The equivalent
(macro) stress and inelastic strain distribution is investigated for the
two different Load Steps, as indicators of the distribution of plastic re-
gions over the plate. Figs. 60-63 show their distribution for Load Step
A and B. In addition, a focus on the stress and inelastic strain com-
ponents of selected integration points for Element 1 and 121 (whose
stress path is represented in magenta in Figs. 58 and 59) is also re-
ported, where the stress components σ∗ij are scaled with respect to
QA and QB for the two Load Steps, in order to have a better insight
on the local stress increment with respect to the average edge load.
For Load Step A, higher stress concentrations can be found in cor-
respondence of the bottom-right side of the hole (see Element 1), as
shown in Fig 60. A initiation of a plastic zone in this region can be
observed from Fig. 62, where the UC corresponding to intp #1 of Ele-
ment 1 shows that all the subsets of the matrix reached yielding while
the UC corresponding to Element 121 is not yet in plastic regime (i.e.
no plastic subsets). At the end of the analysis (Load Step B), the devel-
opment of a large plastic zone at the hole can be observed from Figs.
61 and 63. In particular it can be observed from Fig. 63 that the UC
associated to Gauss point intp #1 of Element 1 is fully plastic, while
in the UC associated to Gauss point intp #4 of Element 121 only four
subsets reached yielding. It can be also remarked that for Load Step
B, the minimum stress σ∗11 at intp #4 of Element 121 is about equal
to -2, while the maximum stress σ∗22 at intp #1 of Element 1 is about
equal to 3. Thus, a significant stress concentration can be noted in
the composite at microscale, greater than the concentration expected
from the analytical solution of an infinite elastic homogeneous plate
with a hole subjected to unit pressure at infinity, which would be -
1 and 3, respectively. In both the loading step cases, large gradients
in the inelastic strain distribution can be detected at the interface be-
tween the matrix and the inclusion. A multiscale tool that allow for
such inspections at local level can be useful in order to prevent micro-
scopic failure.
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Figure 56: Perforated plate - (a) Problem geometry, (b) Structural discretiza-
tion.
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Figure 57: Perforated plate - force/displacement curve.
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Figure 58: Perforated plate - Stress Components of the 4 integration points
(intp) for Element 1: (a) σ¯11, (b) σ¯22, (c) σ¯12.
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Figure 59: Perforated plate - Stress Components of the 4 integration points
(intp) for Element 121: (a) σ¯11, (b) σ¯22, (c) σ¯12.
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Figure 60: Perforated plate - Load Step A (u¯∗ = 0.1 mm): Macro equivalent
stress [MPa] and Micro stresses σ∗ = σ/QA.
Figure 61: Perforated plate - Load Step B (u¯∗ = 0.2 mm): Macro equivalent
stress [MPa] and Micro stresses σ∗ = σ/QB.
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Figure 62: Perforated plate - Load Step A (u¯∗ = 0.1 mm): Micro - Macro
Inelastic Strain.
Figure 63: Perforated plate - Load Step B (u¯∗ = 0.2 mm): Micro - Macro
Inelastic Strain.
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S U M M A RY A N D C O N C L U S I O N S
This thesis investigates the homogenization problem for the multi-
scale analysis of nonlinear composites. The complexity of the prob-
lem is due to the existence of two scales (macroscale and microscale),
that are assumed to be separated. In order to solve the mechanical
problem at the macroscale, a deep understanding of the nonlinear
phenomena occuring at the microscale is required. The resolution
of a multiscale problem requires the definition of a homogenization
scheme in order to provide the constitutive relation of an equivalent
homogenized material. Homogenization techniques can be classified
into analytical, computational and hybrid methods. Among the ho-
mogenization schemes here the focus is on a class of hybrid methods
called Reduced Order Models (ROMs), aimed at the resolution of a re-
duced micromechanical problem. In particular, Transformation Field
Analysis (TFA) techniques are considered, where the reduced variable
is the inelastic strain.
Within this framework a new approach based on a mixed stress
variational formulation named Mixed TFA (MxTFA) is introduced in
Chapter 3. Since it is Nonuniform TFA (NTFA)-based, it allows to take
into account for nonuniform distribution of the inelastic strain in the
RVE. Some innovations have been introduced both in the approxima-
tion of the inelastic strain field and in the evaluation of the reduced
internal variables of the problem. In particular, the approximation of
the inelastic strain field derives from the assumed approximation for
the stress and plastic multiplier, while in other TFA schemes the in-
elastic modes are directly assigned to this quantity. The evaluation of
the reduced internal variables is performed based on a weak formu-
lation of the evolution problem which is enforced over RVE subsets.
At each time step the MxTFA procedure requires to solve a nonlin-
ear system for all the subsets simultaneously, in order to determine
the evolution of the reduced internal variables. The dimensions of
the nonlinear system to be solved depends on the stress and plastic
multiplier approximations assumed for every subset, while a classical
Finite Element Analysis (FEA) solves the nonlinear evolution problem
at each integration point of each finite element. This results in a re-
duction in terms of computational burden.
The numerical applications show the ability of the proposed MxTFA
technique in reproducing the micromechanical nonlinear response
for periodic composite characterized by Mises elasto-plastic and vis-
coplastic behavior combined with linear isotropic hardening under
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monotonic and complex loading/unloading histories,in the predic-
tion of both overall and local fields. In addition, from the results it
can be highlighted that:
• Increasing the number of subsets the error with respect to the
FEA solution is reduced.
• For the same number of internal variables, a basis enrichment
leads to more accurate results. once the RVE is fully plastic,
while higher number of subsets is preferable at the onset of
yielding.
Chapter 4 is dedicated to a comparative study between the MxTFA and
two other homogenization techniques developed in the framework of
the NTFA [47] for the analysis of viscoplastic composite media: the
pRBMOR and the NUTFA. The key features as well as the differences of
all techniques are described. The study highlighted that:
• Modes can be identified analytically or by a numerical training
(simulating the nonlinear response of the RVE under prescribed
loading paths).
• In case of analytical modes pre-analyses are linear elastic, to de-
termine the localization operators; in case of numerically com-
puted modes, nonlinear pre-analyses are also required.
• The effective stress is computed according to the reduced vari-
ables of the problem.
On the basis of the results shown in Chapters 3 and 4, the MxTFA
is adopted within the framework of multiscale analysis to determine
the overall response of a composite body in Chapter 5. In particular, a
multiscale procedure is developed, where the MxTFA is implemented
in a FE code in order to solve the micromechanical problem for the
integration point of the macroscopic FE discretization. The advantage
of using a multiscale approach is that both the macroscale and the
microscale results can be easily accessed, resulting in a detailed anal-
ysis of global and local fields e.g. in order to estimate local damage
before structural failure.
The novelty of the MxTFA technique presented in this thesis relies on
the direct approximation of the auto-equilibrated stress fields rather
than a direct inelastic strain approximation. To the author knowledge,
there are no such schemes in the literature. The mixed-stress formula-
tion translates in a more accurate stress prediction but also in a more
straightforward evaluation of the overall stress and of the algorithmic
tangent stiffness (which are required in order to solve the full multi-
scale problem).
summary and conclusions 97
In conclusion, the development of a reduced homogenization tech-
nique requires a compromise between theoretical rigor, computational
cost and accuracy. This thesis opened a new direction for mixed
schemes in the TFA context. Future developments of the proposed
method could include:
• Extension to the analysis of composites characterized by gen-
eral/random microstructure: in this case some modifications
should be introduced in the procedure.
• Improvement of the strategy of subset partitioning (e.g. by in-
corporating pre-analyses data and snapshot POD).
• Improvement of the evolution procedure for the reduced vari-
ables.
• Introduction of a cohesive damage interface model in order to
account for cracking and decohesion among constituents (this
requires the introduction of new internal variables and evolu-
tion equations).
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